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Addresses 

Esse Marine nasce nel 1991 con il nome Contender Italiana a Torbole, sul Lago di Garda, per iniziativa di Silvio Santoni e 

Guus Bierman, presidente di Contender Sailcloth.

L’intento è quello di creare un punto vendita per meglio servire le velerie Italiane nelle consegne di tessuti Contender 

realizzando un magazzino con disponibilità corrente di tutti i tessuti della gamma.

Ben presto le necessità e le richieste delle velerie, nonché il costante contatto con il loro lavoro, portano la società ad 

affiancare alla vendita del tessuto quella di altri articoli complementari: il cosiddetto Hardware.

Nel corso degli anni il rapporto di collaborazione con la clientela è divenuto più saldo e amichevole. I velai hanno 

premiato la società con la loro fiducia ed amicizia facendone uno dei loro fornitori preferiti.

L’esperienza sul campo e la competenza specifica nel ramo unite all’attenzione costante alle innovazioni e alle novità sul 

mercato velico hanno consentito alla clientela un supporto crescente.

Esse Marine è stata un fornitore di riferimento in campagne di Coppa America nelle edizioni 1995, 2000, 2003, 2007 per 

i sindacati Luna Rossa, Mascalzone Latino e +39.

La base logistica di Arco (TN) è stata ampliata durante l’anno 2002 per far fronte al maggior volume di movimenti.

Dopo 25 anni di operatività Esse Marine è una forza trainante sul mercato Italiano ed attualmente importa e distribuisce 

merci di 14 diversi fornitori da 9 nazioni nel Mondo.
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Battens
BlueStreak • RBS • Roller Battens • Contract Battens 
Round Battens • Battenfittings
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The BlueStreak® Batten Range

Ocean Racer/Cruiser Tapered Leech Battens
A range of tapered battens designed with soft tips, starting with the OR1 and progressing in stiffness to the OR5. These battens 
are ideal for use as leech battens in mainsails and jibs.

Ocean Racer/Cruiser Tapered Full Battens
A range of tapered battens designed with a drive point of 40%. These battens are suitable for full length top battens and fully 
battened mainsails.

Dinghy Tapered Leech Battens
A range of 10 mm and 15 mm tapered battens designed with a soft tip. These battens are ideal to use as leech battens in 
 mainsails and jibs for dinghies and smaller keelboats.

Un-tapered Contract Coil
A complete range of 10 mm, 15 mm, 20 mm Ocean Racer 1 to 5 and 28 mm Amazon, profiles supplied in 15 meter coils. These 
are ideal to use as 50% top battens and also in fully battened mainsails.

RBS Epoxy Battens

RBS E-GLASS battens are constructed using unidirectional pretensioned E-GLASS fibres impregnated with a specially formulated 
flexible epoxy resin. This unique combination produces an extremely durable, stiff and virtually unbreakable batten that can be 
tapered down to less than 1 mm creating an extremely soft tip.

RBS Battens: low weight – high stiffness – virtually unbreakable. Suitable for use in High Aspect jibs.
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Battens

 ≥ BlueStreak® Untapered 15 m Coils

Part no. Type

TS 30 X 3 mm

CY 40 X 4 mm

OR1 OR1 20 x  6 mm

OR2 OR2 20 x  8 mm

OR3 OR3 20 x  9 mm

OR4 OR4 20 x 10 mm

OR5 OR5 20 x 12 mm

HEX1 10 x 3 mm

HEX2 10 x 5 mm

HEX3 10 x 7 mm

AMAZON AMAZON 28 x 13 mm

 ≥ Endcaps for BlueStreak®

Part no. Type

10C 10 mm dinghy batten crescent

10T 10 mm dinghy batten tie-in

T15TT 15 mm dinghy batten triangle

15BLANK 15 mm dinghy batten blank

20TRIINN 20 mm inner

20BLANK 20 mm blank

OUTOR1 20 mm outer OR1

OUTOR2 20 mm outer OR2-3

OUTOR4 20 mm outer OR4

OUTOR5 20 mm outer OR5

AMA 28 mm Amazon

15/20 mm blank

15 mm triangle 20 mm triangle inner 20 mm triangle outer

10 mm crescent 10 mm tie-in
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Battens

 ≥ RBS Epoxy Leech Battens

Length E10100 E10120 E10140 E10160 E10180 E10200 E10230

500 mm E10100-050 E10120-050 E10140-050 E10160-050 – – –

600 mm E10100-060 E10120-060 E10140-060 E10160-060 – – –

700 mm E10100-070 E10120-070 E10140-070 E10160-070 E10180-070 – –

900 mm E10100-090 E10120-090 E10140-090 E10160-090 E10180-090 E10200-090 E10230-090

1200 mm E10100-120 E10120-120 E10140-120 E10160-120 E10180-120 E10200-120 E10230-120

1400 mm E10100-140 E10120-140 E10140-140 E10160-140 E10180-140 E10200-140 E10230-140

 ≥ RBS Epoxy Leech Battens

Length E15180 E15200 E15230 E19230 E19265 E19300 E19350

900 mm E15180-090 E15200-090 E15230-090 E19230-090 E19265-090 – –

1200 mm E15180-120 E15200-120 E15230-120 E19230-120 E19265-120 E19300-120 –

1400 mm E15180-140 E15200-140 E15230-140 E19230-140 E19265-140 E19300-140 E19350-140

1600 mm E15180-160 E15200-160 E15230-160 E19230-160 E19265-160 E19300-160 E19350-160

1800 mm E15180-180 E15200-180 E15230-180 E19230-180 E19265-180 E19300-180 E19350-180

2100 mm E15180-210 E15200-210 E15230-210 E19230-210 E19265-210 E19300-210 E19350-210

2400 mm E15180-240 E15200-240 E15230-240 E19230-240 E19265-240 E19300-240 E19350-240

2700 mm E15180-270 E15200-270 E15230-270 E19230-270 E19265-270  E19300-270 E19350-270

E15180

15 x 4.59 mm

E15200

15 x 5.1 mm

E15230

15 x 5.8 mm

E19230

19 x 5.8 mm

E19265

19 x 6.7 mm

E19300

19 x 7.6 mm

E19350

19 x 8.9 mm
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Battens

RBS splice

system

 ≥ RBS Epoxy Full Battens (Compression)

Length E15180 E15200 E15230 E19230 E19265 E19300 E19350

1200 mm E15180-120C E15200-120C E15230-120C E19230-120C E19265-120C E19300-120C –

1400 mm E15180-140C E15200-140C E15230-140C E19230-140C E19265-140C E19300-140C –

1600 mm E15180-160C E15200-160C E15230-160C E19230-160C E19265-160C E19300-160C E19350-160C 

1800mm E15180-180C E15200-180C E15230-180C E19230-180Cv E19265-180C E19300-180C  E19350-180C 

2100 mm E15180-210C E15200-210C E15230-210C E19230-210C E19265-210C E19300-210C E19350-210C 

2400 mm E15180-240C E15200-240C E15230-240C E19230-240C E19265-240C E19300-240C E19350-240C 

2700 mm – – – – E19265-270C E19300-270C E19350-270C

For ease of transport and storage, the compression battens below have one splice. (6100 mm has two)

Length E19265 E19300 E19350 E19400

3000 mm E19265-300C E19300-300C E19350-300C –

3600 mm – E19300-360C E19350-360C –

4200 mm – E19300-420C E19350-420C E19400-420C

5200 mm – – E19350-520C E19400-520C

6100 mm – – – E19400-610C

E15180

15 x 4.59 mm

E15200

15 x 5.1 mm

E15230

15 x 5.8 mm

E19230

19 x 5.8 mm

E19265

19 x 6.7 mm

E19300

19 x 7.6 mm

E19350

19 x 8.9 mm
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Battens

 ≥ RBS Roller Battens

Part no. Length

LIGHT/YELLOW

RB050LTD 500 mm

RB060LTD 600 mm

RB070LTD 700 mm

RB080LTD 800 mm

RB090LTD 900 mm

RB100LTD 1000 mm

STANDARD/BLUE

RB070STD 700 mm

RB080STD 800 mm

RB090STD 900 mm

RB100STD 1000 mm

RB120STD 1200 mm

HEAVY/RED

RB090HVY 900 mm

RB100HVY 1000 mm

RB120HVY 1200 mm

 ≥ RBS Hole End Cap

Part no.

BHC15180 15mm x .180"

BHC15200 15mm x .200"

BHC15230 19mm x .230"

BHC19230 19mm x .230"

BHC19265 19mm x .265"

BHC19300 19mm x .300"

BHC19350 19mm x .350"

BHC19400 19mm x .400"

 ≥ RBS Rocket Batten Tensioner

Part no. Batten Size - Part. no.

BT10x5.0 10180 - 10230

BT15x7.6 15180 - 15265

BT19x6.7 19230 - 19265

BT19x8.9 19300 - 19350

 ≥ Outer End Caps for RBS Battens

Part no.

BC15180 Batten Cap 15 mm x .180"

BC15200 Batten Cap 15 mm x .200"

BC15230 Batten Cap 15 mm x .230"

BC19230 Batten Cap 19 mm x .230"

BC19265 Batten Cap 19 mm x .265"

BC19300 Batten Cap 19 mm x .300"

BC19350 Batten Cap 19 mm x .350"

BC19400 Batten Cap 19 mm x .400”

BC25400 Batten Cap 25 mm x .400"

BC25500 Batten Cap 25 mm x .500"
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Battens

 ≥ Roller Batten

Part no. Product Description Width 
mm

Length 
mm

Weight 
gr

Recommended  
Boatsize

3141-030 single 40 300 53 <32ft

3141-030R reinforced 40 300 85 <40ft

3141-040 single 40 400 70 <32ft

3141-040R reinforced 40 400 112 <40ft

3141-050R reinforced 40 500 140 <40ft

3141-060 single 40 600 102 <32ft

3141-060R reinforced 40 600 163 <40ft

3151-050 single 50 500 118 30-40ft

3151-050R reinforced 50 500 190 40-50ft

3151-060 single 50 600 145 30-40ft

3151-060R reinforced 50 600 230 40-50ft

3151-070 single 50 700 166 30-40ft

3151-070R reinforced 50 700 265 40-50ft

3171-070 single 70 700 235 >37ftft

3171-080 single 70 800 270 >37ft

3171-090 single 70 900 290 >37ft

3171-140 single 70 1400 360 >37ft

Rutgerson Roller Battens are established and wide spread as a solution to furling sails world-wide. The product was originally an 
innovation from Rutgerson and there is today an extensive range of sizes. The roller batten rolls up smoothly on the furling system 
and allows the boat owner to us e a roller furl cover. It can also be used in furling mainsails.

There are two versions, standard and reinforced. The reinforced battens will be indicated with an ”R”. The core consists of two 
curved battens made of Swedish stainless steel and the reinforced version has four curved battens for a stronger and stiffer result. 
Stainless steel is the optimal material for this purpose but like all materials, it has a limit. The material allows the batten to bend 
but if the product is used incorrectly and the batten is bent to a radius smaller than of approximately 50mm, the product cannot 
recover and it will be permanently bent.

Make sure not to bend the batten to a radius smaller than 50mm. SOLO

SU RICHIESTA
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Battens

 ≥ Stainless Steel Endcaps for vertical round battens

These end caps are available in a range of lengths and are made of stainless, acid proof steel and are supposed to be used 
together with the Batten connectors. NOTE: Both 1545-XX and 1547-XX are supposed to be bonded to the batten with Araldit 
2045 or similar.

Dimensions (mm)

Part no. Ø Length A Length B Outer Ø B

1545-06-57 6 mm 57 97 8

1545-06-85 6 mm 85 125 8

1545-06-150 6 mm 150 250 8

1545-08-57 8 mm 57 97 10

1545-08-85 8 mm 85 125 10

1545-08-150 8 mm 150 250 10

1545-10-57 10 mm 57 97 12

1545-10-85 10 mm 85 125 12

1545-10-150 10 mm 150 250 12

 ≥ Batten Connectors Stainless Steel, divided

Rutgerson has introduced the first manufactured connector for round battens. It is made of stainless, acid proof steel. Joins battens 
of identical diameter. Especially suited for vertical battens in roller furl mainsails. The refined designs facilitate the connector to 
enter the roller furl mainsail. The connector is strong and easy to separate. The parts are glued upon the batten ends with Araldit 
2015.

Part no. For batten Outer Ø mm Length mm Packed Qty

1547-06 6 8 200 10

1547-08 8 10 200 10

1547-10 10 12 200 10

 ≥ Batten Connectors, Aluminium 

Special anodized aluminium connectors for use with round battens. Allows the joining of round battens of identical, or different 
diameters to form a tapered effect. Lock the batten into the connectors using double sided tape.

Part no. Connect Batten Ø mm Packed Qty

1548 - 0406 4 and 6 10

1548 - 0608 6 and 8 10

1548 - 0810 8 and 10 10

1548 - 1013 10 and 13 10

1548 - 0606 6 10

1548 - 0808 8 10

1548 - 1010 10 10

1548 - 1313 13 10

1548 - 1616 16 10
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Battens

 ≥ Round Sail Battens

Untapered stock battens in glass fibre plastic, colour white. Cannot be shipped rolled!

Part no. Length Ø mm

B0008 15000 mm 8

B0010 15000 mm 10

B0012 15000 mm 12

B0014 15000 mm 14
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Battens

 ≥ Batten Pocket Protectors

Part no. Max. depth mm Width mm Packed Qty

HA151 4.5 35 1

HA51 14 27 1

HA351 18 40 10

HA451 15 25 10

HD6612 21 35 1

HD6614 24 50 1

HB3290 25 47 10

HA851 22 40 10

HA151 HA351 HB3290 HA51 HA451 HD6612/14 HD851
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Battens

1490

1590

1596

1595

1580 

1585

1490-1

 ≥ New Adjustable Batten Receptacle BANTAM

The batten receptacle Bantam 1600 has the same ingenious 
construction as the 1600 with the button function to open the lid, but 
it’s suitable up to approximately 55ft monohull and 40ft multihull, 
depending on the batten stiffness. The batten receptacle 1600 range is 
completely unique on the global marine market due to a snap function, 
which means that no tools are required to remove the sliding lid. With 
the snap function-innovation the batten receptacle becomes very 
user-friendly to sailors, which in turn makes sailing more effortless.

NEW
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Battens

 ≥ Batten Receptacles

The Rutgerson full batten receptacle range sets the standard for quality, durability, easy handling and performance. The fittings 
are made of a very light and extremely durable composite material with very high UV-resistance.

Part no. Max batten width and thickness 

1490B 12 mm round - flat 42 mm x 6 mm, Black

1490-1B 1490 Black without Shackle and without front end

1580 flat 10 mm, 20 mm x 4 mm, 30 mm x 6 mm, 20 mm x 10 mm

1585 flat up to 25 mm x 10 mm - up to 10 mm round

1590 flat 40 mm x 6 mm

1595 flat 25 mm x 10 mm

1596 10 mm - 12 mm round

 ≥ Limousine Big Boat Batten Receptacle

The Rutgerson 1600  Bantam and Limousine batten receptacle are machined from solid aluminium and anodized black. They are 
filling the gap in the boat segment for applications from 35' until 60' in length. The battens are front loading via the unique quick 
release cover plate that can be removed without tools. Bantam and limousine are each available in both M10 and M12 thread 
sizes.

Part no. Product Description Length 
mm

Width 
mm

Max Size Flat 
Batten mm

Max Round 
Batten mm

Weight mm

1601 Bantam M10 128 55 25 x 10 16 294

1602 Bantam M12 128 55 25 x 10 16 294

1610 Limousine M10 153 67 34 x 14 22 475

1612 Limousine M12 153 67 34 x 14 22 475
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Sail Hardware
Press Rings • Headboards and Clewboards • Battcars
Slides and Shackles • Cleats • Rings • Hanks
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Sail Hardware

 ≥ Super Rings

The SR-rings are made of high grade stainless steel. They are light, strong, thin and corrosion resistant. Easy to install or remove, 
reliable and competitively priced. Rutgerson Super Rings are the benchmark for sailmaking rings and used by the majority of 
sailmakers in the world today. The rings are made of three parts: toothed washer, centre piece and plastic insert. Remember, 
only Rutgerson rings have their own ingenious ring remover! DO NOT USE IN COMBINATION WITH CARBON FIBRE REINFORCED 
SAILCLOTH.

Part no. Ø mm Hole Punch 
mm

Press force on dies Approximately 
Max. Load kg

Packed Qty

1000-10 10 11 by hand 150 - 250 100

1000-12 12 13 by hand 300 - 350 100

1000-14 14 15 3 - 5 ton / by hand 350 - 500 100

1000-14L 14 15 3 - 5 ton / by hand 350 - 500 100

1000-20 20 22 11 - 13 ton 700 - 1500 100

1000-20LD 20 22 11 - 13 ton 600 - 1125 100

1000-25 25 28 15 ton 1000 - 1600 100

1000-25LD 25 28 15 ton 750 - 1300 100

1000-35 35 38 22 ton 1455 - 2045 50

1000-45 47 48 25 ton 2000 - 2500 50

1000-55 55 60 25 ton (1st) 30 ton (2nd) 2800 - 3200 10
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Sail Hardware

 ≥ Hole Punchers

Part no. For Ring No  Hole Ø mm

LO05 Grommet 000 5

LO06 Grommet 00 6

LO09 Grommet 0 9

1060-11 SR - 10 11

1060-13 SR - 12 13

1060-15 SR - 14 15

1060-22 SR - 20 22

1060-28 SR - 25 28

1060-38 SR - 35 38

1060-48 SR - 45 48

1060-60 SR - 55 60

HY1 cutting pad 350 x 350 x 25 mm

 ≥ Super Ring Press Tools

The press tools for SR10 and SR12 are suitable for hand hammering operations. The SR14 can be applied manually or in combination 
with a hydraulic press. All other types should only be applied with a hydraulic press. The SR55 requires a two-step process. 
Step 1 for the correct allignment and step 2 for the fixation. The press tool is a three piece tool (see drawing).

Part no.  For SR-Ring    Press force on dies      

1030-10 # 10 by hand

1030-12 # 12 by hand

1030-14 # 14 3-5 ton / by hand

1030-20 # 20 11-13 ton

1030-25 # 25 15 ton

1030-35 # 35 22 ton

1030-45 # 45 25 ton

1030-55 # 55 25 ton (1st) 25 ton (2nd)

HY1

Upper die

Toothed  

washer

Cloth

Plastic
washer

Center
piece

Lower die
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Sail Hardware

 ≥ Super Ring Remover Tools

Quickly presses rings from the sail without damaging or weakening the structural integrity of the sailcloth, and makes it possible 
to fit a new ring in the same hole, with the same strength.

Part no. Ref # For SR-Ring
t

1040-14 RP14 # 14

1040-20 RP20 # 20

1040-25 RP25 # 25

1040-35 RP35 # 35

1040-45 RP45 # 45

1040-55 RP55 # 55

 ≥ Spur Toothed Grommets Nickel and Tools

Part no. Size  Packed Qty Øi mm Part. no 
 Tool

GH68430 000 1000 4 G6930

GH68420 00 1000 5 G6920

2100-0 Stimpson 0 144 8 2110-0

2100-1 Stimpson 1 144 11 2110-1

2100-2 Stimpson 2 144 12 2110-2

2100-3 Stimpson 3 144 14 2110-3

2100-4 Stimpson 4 144 17 2110-4

2100-5 Stimpson 5 144 19 2110-5

A

C

B

Place the pressed ring on Lower Die (B) with the teethed washer 

on top and the rolled liner washer on the bottom, seated in the 

Lower Die (B).

Place the Punch (A) over the guide post with Cutting Edge  

down on top of the ring. The Cutting Edge is recognized by  

its “ concave” shape.

Press untill the bottom of the ring has sheared completely free of 

the toothed ring or untill the bottom of the red band on the punch 

has been reached.

To remove the remaining toothed washer, place the  

patch on top of the support cup (C). Use a  screwdriver  

or  something similar to remove the  toothed  washer.
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Sail Hardware

 ≥ Mainsail System Headboards

The headboards are black anodized. They are easily attached to the headboard car. Please find the specifications in the card 
below. 

Part no. Product Description Aspect Ratio Thickness 
mm

Weight Vertical SWL Webbing Slots

A1 Standard A1 156 x 140 40 deg 4 120 g 850 kg 3 x 30 mm

A2 Square top A2 157 x 189 90 deg 4 160 g 850 kg 5 x 30 mm

B1 Standard B1 217 x 194 40 deg 6 295 g 1350 kg 4 x 30 mm

B2 Square top B2 218 x 246 90 deg 6 350 g 1350 kg 5 x 30 mm

C1 Standard C1 180 x 199 40 deg 10 485 g 2800 kg 3 x 40 mm

C2 Square top C2 180 x 237 90 deg 10 600 g 2200 kg 4 x 40 mm

Monohull headboard A1

Multihull and fat headboard A2

Monohull headboard B1

Multihull and fat headboard B2

Monohull headboard C1

Multihull and fat headboard C2

For price information of the car system; see page 38

SYSTEM A SYSTEM B SYSTEM C

1
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6
 m

m

1
5

7 
m

m

2
1

7 
m

m
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1
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m

1
8

0
 m

m

1
8

0
 m

m

140 mm

189mm

194 mm

246 mm

199 mm

237 mm
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Sail Hardware

 ≥ Quick Flex Fitting Headboards, for liner fastening

The QFF headboard are available in a wide range of sizes to cover the required range of mainsails for boats up to approximately 50ft. 
Available in both black and silver 25μm anodized aluminium, this standard fitting only requires liners and no additional rivets. This 
makes the assembly of the boards quick and easy, which saves valuable time in sailmakers production by being more efficient. 
As all boards can be turned to make any straight side the vertical top side, this product will also decrease product variances in 
stock. Webbing to add strength and/or spreading loads can be applied through the liners if necessary.

Part no. Product Dimensions Colour Liners required Packed Qty

1115-070S 115 x 080 x 2 mm Silver 3 x 19 10

1115-070B 115 x 080 x 2 mm Black 3 x 19 10

1115-115S 151 x 115 x 3 mm Silver 3 x 19 10

1115-115B 151 x 115 x 3 mm Black 3 x 19 10

1115-121S 160 x 135 x 3 mm Silver 3 x 19 10

1115-121B 160 x 135 x 3 mm Black 3 x 19 10

1115-150S 175 x 150 x 3 mm Silver 4 x 19 4

1115-150B 175 x 150 x 3 mm Black 4 x 19 4

1115-175S 215 x 185 x 3 mm Silver 4 x 19 4

1115-175B 215 x 185 x 3 mm Black 4 x 19 4

1115-070

1115-150

1115-115

1115-175

1115-121
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Sail Hardware

 ≥ One Design Headboards

These headboards are suitable for the majority of One Designs, 1102-113 has webbing slots for extra strong attachments in the 
sail.

Part no. A mm    B mm   Thickness 
mm

Liners pcs Packed Qty

1102-112 112 140 2 1 x 19 20

1102-113 112 140 2 3 x 19 20

 ≥ Heavy Duty Headboards

These heavy duty headboards are designed to avoid the headboard from hooking on the backstay and/or Lazy Jack lines when 
hoisting.

Part no. A mm    B mm  C mm  Thickness 
mm

Liners pcs Packed Qty

1120-125 125 140 150 2.5 4 x 19 2

1120-170 170 195 205 3.0 4 x 19 2

1120-210 210 230 245 4.0 5 x 19 2

 ≥ Composite Headboards

The FFC Flex Fitting Composite headboard is available in a wide range of sizes and thicknesses, and is a cost efficient solution 
for dinghy and One-Design applications. These headboards are made in a strong polyamide composite material. All headboards 
have 5 mm rivet holes. DO NOT PUT TO MUCH PRESSURE ON THE LINERS WHEN PRESSING!!

Part no. Dimension A 
mm

Dimension B 
mm

Thickness mm Liners

1104-090 70 90 2 1 x 14 mm

1105-090 70 90 2 1 x 14 mm

1105-115 100 115 3 3 x 14 mm

1105-135 115 135 4 3 x 19 mm

 ≥ Aluminium Headboards

The two larger sizes have webbing slots for extra strong attachments in the sail. There is a webbing slot along the luff-side to 
make it possible to “web on”.

Part no. A mm B mm Thickness 
mm

Liners pcs 
mm

Packed Qty

1102-075 75 103 2 1 x 19 20

1102-090 90 120 2 1 x 19 20

1102-115 115 162 2 1 x 19 20

1102-135 135 185 2 1 x 19 20

1103-135 135 185 3 1 x 19 20

1103-160 160 220 3 1 x 19 20

B

A 

1105-115

A

B

1105-135

A

B

1104-090
1105-090 (black)
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Sail Hardware

 ≥ Quick Fitting Clewboards, for liner fastening

These clewboards are designed to quickly and easily attach to the sail using just 19 mm liners eliminating the time consuming task 
of installing rivets. Available in either silver or black in three different sizes.

Part no. Product Description Thickness mm Liners required

1191-018S QFI Clewboard #3 Silver 3 5 x 19

1191-018B QFI Clewboard #3 Black 3 5 x 19

1191-025S QFI Clewboard #2 Silver 3 6 x 19

1191-025B QFI Clewboard #2 Black 3 6 x 19

1191-030S QFI Clewboard #1 Silver 4 7 x 19

1191-030B QFI Clewboard #1 Black 4 7 x 19

#3  1191 - 18x #2 1191 - 025X

#1 1191 - 030X

 ≥ Clewboards, for rivet and liner fastening

A range of aluminium clewboards for self tacking jibs. All these clewboards use 4.5 mm rivets.

Part no. Product 
Description

A mm B mm Thickness 
mm

Liners 
required

Rivits 
required

Packed Qty

1190-050 Clewboard #3 190 50 2 5 x 14 5 10

1190-070 Clewboard #2 230 70 2 5 x 14 14 10

1190-080 Clewboard inverted 275 75 2 6 x 14 15 10

1190-090 Clewboard #9 260 90 3 5 x 19 14 10

1190-050 1190-0801190-070
1190-090
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 ≥ Carbon Fibre Products

Through extensive research and testing, Rutgerson has set up a Carbon Fibre pre-preg lamination process. They can now offer 
clewboards, headboards and other products in carbon fibre.

The new carbon fibre-range outperforms conventional products due to the extraordinary strength and bending properties of 
carbon fibre. All carbon fibre products are manufactured on individual request.

Saving weight is critical for racing. An entire market has evolved due to the increasing demand for lighter and stronger fittings. 
For example, the most critical location on the boat to save weight is the top of the sail. Carbon fibre headboards would be the 
optimal solution.

Due to the flexible facilities, there is have the possibility to produce customised products made of carbon fibre, not only including 
headboards and clewboards but all kinds of products.
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 ≥ Hollow Tubular Stainless Steel Rivets

Stainless steel, hollow tubular rivets for headboards and clewboards

Part no. Length mm Outer Ø mm Packed Qty

2140-06 6 4.5 500

2140-08 8 4.5 500

2140-10 10 4.5 500

2140-12 12 4.5 500

2140-14 14 4.5 500

2140-16 16 4.5 500

Closing tool for hollow tubular rivets for headboards and clew boards. This tool only can be used in a hydraulic-, fly- ,toggle-, or 
cam-operated press.

Part no.

1240 two piece closing tool SS Rivets 

 ≥ Semi Tubular Aluminium Rivets

Part no. L1 mm Li mm Ø mm B mm Packed QTY

AN1 10.0 3.5 4.6 9.5 100

AN2 12.5 3.5 4.6 9.5 100

AN3 15.0 3.5 4.6 9.5 100

1230 closing tool for AN 1-3 1

 ≥ Liners

Stainless Steel Liners for headboards and clew boards

Part no.     Outer Ø mm

1250-14 14

1250-19 19

 ≥ Closing Tool for Liners

Part no. Liner mm

1260-14 14

1260-19 19
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 ≥ Clewblocks

Rutgerson’s Clewblocks come with 60, 80 or 100 mm removable delrin sheaves and are available in both silver and black 
anodized cheek plates. The webbing slots are smoothly rounded in order to prevent chafe. The sheave can easily be removed by 
unscrewing the M5 bolt that assembles the construction through a SS socket.

Part. no. Colour Sheave Ø mm Cheek mm For webbing 
mm

Max Rope mm Approx Swl

1692-060S Silver 60 3 30 12 1200 kg

1692-060B Black 60 3 30 12 1200 kg

1692-080S Silver 80 4 40 16 1650 kg

1692-080B Black 80 4 40 16 1650 kg

1692-100S Silver 100 4 40 16 3000 kg

1692-100B Black 100 4 40 16 3000 kg

152

27

82º

1
0

4

Ø60

228

42

84º

1
5

3

Ø100

196

37

84º

1
3

2
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 ≥ Battcar Attachment System

 ≥ Battcar General Dimensions

1530-XX-03

Alu Fork with Swivel

The 1530-XX-03 
 battcar has an 
 aluminum fork with 
 swivel. To be used  
with receptacle 
1490.

1530-XX-09

SS M10 Extended Thread

The 1530-XX-09 has an 
extended M10 thread 
adapter and stainless 
steel base. Use with 
1580, 1590 or 1595. Sail 
off set is 64 mm.

The 1530-XX-05 has a 
M10 thread  adapter and 
stainless steel base. Use 
with 1580, 1590 or 1595. 
Sail off set is 39 mm.

1530-XX-05

SS M10 Thread

Body 11 mm

1530-11-XX & 1535-11-XX

Body 20 mm

1530-20-XX

Body 16 mm

1530-16-XX

Body 23 mm

1530-23-XX & 1535-23-XX

Body 19 mm

1530-19-XX

Body 16 mm with big wheel

1531-16-XX

Body 11 mm with big wheel

1531-11-XX

Body 23 mm with big wheel

1531-23-XX

The 1530-XX-
10
Battcar is 
designed to use 
with a  webbing 
strap. With 
removable pin.

1530-XX-10

Intermediate Capstan

The 1525-
XX Battcar is 
designed to use 
with a  webbing 
strap. No 
 removable pin.

1525-XX

Intermediate
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 ≥ BATTCAR

11 mm (for Selden 1335 mast profile)

1525-11 Intermediate

1530-11-10 Intermediate Capstan

1530-11-03 Alu Fork, with Swivel

1530-11-05 SS M10 Thread

1530-11-09 SS M10 Extended Thread

1535-11-05 SS M10 Thread, HIGH LOAD

1535-11-10 Intermediate, HIGH LOAD

A111 Headboard Car System A

B11 Headboard Car System B

16 mm (equivalent HA 89)

1525-16 Intermediate

1530-16-10 Intermediate Capstan

1530-16-03 Alu Fork, with Swivel

1530-16-05 SS M10 Thread

1530-16-09 SS M10 Extended Thread

A16 Headboard Car System A

19 mm (equivalent HA 90)

1525-19 Intermediate

1530-19-10 Intermediate Capstan

1530-19-03 Alu Fork, with Swivel

1530-19-05 SS M10 Thread

1530-19-09 SS M10 Extended Thread

A19 Headboard Car System A

20 mm (for Selden C Track mast profile)

1525-20 Intermediate

1530-20-10 Intermediate Capstan

1530-20-03 Alu Fork, with Swivel

1530-20-05 SS M10 Thread

1530-20-09 SS M10 Extended Thread

1535-20-05 SS M10 Thread, HIGH LOAD

1535-20-10 Intermediate, HIGH LOAD

A20 Headboard Car System A
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 ≥ BATTCAR

23mm (equivalent HA 91)

1525-23 Intermediate

1530-23-10 Intermediate Capstan

1530-23-03 Alu Fork, with Swivel

1530-23-05 SS M10 Thread

1530-23-09 SS M10 Extended Thread

A23 Headboard Car System A

1535-23-05 SS M10 Thread, HIGH LOAD

1535-23-10 Intermediate, HIGH LOAD

B23 Headboard Car System B

1528-23 Intermediate Capstan Limousine

1540-23-05 SS M12 Limousine

C23 Headboard Car System C 

11 mm Big Wheel

1526-11 Intermediate

1531-11-10 Intermediate Capstan

1531-11-05 SS M10 Thread

A112 Headboard Car System A

16 mm Big Wheel

1526-16 Intermediate

1531-16-05 SS M10 Thread

23 mm Big Wheel

1526-23 Intermediate

1531-23-05 SS M10 Thread

 ≥ Battcar limousine, for boats up to 60ft

Rutgerson is now filling the gap in the boat segment for cruising applications on monohulls up to approximately 60' in length. 
Available in 23mm profile width, this battcar will cover the majority of the larger spar sections from Sparcraft, as well as other 
HA91 profiles. It is manufactured in aluminium from a solid extrusion, which makes it extremely strong. Available in two versions. 
The RU-1540-23-05 with M12 stainless steel thread for full batten applications, fx the 1612 big boat batten receptacle. The RU-
1528-23 is a composite intermediate version for 25mm webbing

1540-23-05 1528-23
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 ≥ Rutgerson Headboard Cars

The headboard cars in black anodized aluminium are robust and easily attached to the 
corresponding headboard. The system is constructed with either 2 or 3 cars that can easily be 
disassembled from the cheek plate with a retractable circlip on system A and B or Allen key on 
system C. The initial version of the headboard cars has been upgraded with jointed battcars. The 
battcars can move independent of each other, which means that the headboard cars can more 
easily enter the track gate.

FIND CORRESPONDING HEADBOARDS AND THEIR SPECIFICATIONS UNDER CHAPTER 
BOARDS.

System Car system Mono Sail area Multi Sail Area weight

A 2 x 1530 < 38ft 40 m2 < 31 ft 28 m2 230 gr

B 3 x 1535 < 47 ft 55 m2 < 38 ft 40 m2 357 gr

C 2 x 1540 < 60 ft 80 m2 < 47 ft 55 m2 740 gr

 ≥ LUFFSHUTTLE: Multi roller-car system for fully battened sails

Designed and manufactured by Contender Italy, these batten luff shuttles are similar to the Rutgerson 1530 series, but each car comes 
with nine different carbon slides so they will fit almost all mast tracks. With a stainless steel M10 thread the cars are compatible with most 
batten receptacles. An intermediate shuttle slide car is also available to compliment the luff shuttle suitable for boats up to 38 feet. Each 
pack of a luff shuttle comes complete with all the different attachments.

Part no.

INT with aluminium joint for webbing connection with sail

BATT with 10 mm RVS steel ball joint for connection to batten fitting

SYSTEM A SYSTEM B SYSTEM C

sail

mast

3
 c

m
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 ≥ Rutgerson Single Slug Slides

Part no. Product description Length mm Ø mm Plate 
thickness mm

Approx. 
SWL kg

Packed 
Qty

1201 Slug Slide Ø7 mm 48 7 2 250 10

1202 Slug Slide Ø12 mm 54 12 2 500 10

1203 Slug Slide Ø9 mm 48 9 2 500 10

1204 Slug Slide 12 mm 54 - 2 500 10

 ≥ Rutgerson Super Ring Integral Slug Slides

The stainless steel integral slug slides fit the Rutgerson Super Ring System. Using the corresponding sized SR Ring, the slug slide 
can be pressed into the sail in one operation.

Part no. SR ring Slug slide A mm B mm b mm C mm E mm F mm Packed Qty

1012-07 14 1201 48 7 2 7 28 34 10

1012-09 14 1203 54 9 2 9 33 47 10

1014-07 20 1201 48 7 2 7 28 34 10

1014-09 20 1203 54 9 2 9 33 47 10

1014-12 20 1204 61 12 2 12 31 45 10

1016-09 25 1203 54 9 2 9 33 47 10

1016-12 25 1204 61 12 2 12 31 45 10

1201 1203 1202 1204
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 ≥ Seldén/Kemp Slides

Special slug slides, Nylon, White. Black slide for full batten sails 

Part no. Length 
mm

B1 
mm

Foot 
 mm

Packed Qty

HA458 30 4 15 100

HA558 25 4 11 100

2241-1030 30 8 20 100

2241-1040 40 8 20 100

HA1158 45 4.5 15 10

 ≥ Round Slug Slides

Round slug slides, Nylon, White. Black slides for full batten sails

Part no. Length  
mm

B1 mm Ø 
mm

Packed Qty

HA158 21 3 9 50

HA258 25 3 14 50

HA358 22 3 13 100

HA1058 45 4 7 10

HA958 45 4 9 10

HA758 45 4 11.5 10

 ≥ Flat Internal Track Slides

Internal track slides, Nylon, White. Black slides for full batten sails (45 mm long)

Part no.    for track Packed Qty

HA89 16 mm 100

HA90 19 mm 100

HA91 22 mm 100

SS0662 25 mm 100

HA95 16 mm 10

HA92 19 mm 10

HA96 22 mm 10
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 ≥ Snap on Shackles - Plastic

Part no. La mm Li mm Bi mm Packed Qty 

HA749 37 20 9 100

HA849 39 22 9 100

SS0461 38 23 7 100

SS0459 46 30 8 100

SS0458 51 42 8 100

 ≥ Screw on Shackles - Stainless Steel

Part no. La mm Li mm Bi mm

2262-101 28 18 12

2262-102 47.75 35 13.5

2262-103 36 25 15

 ≥ Screw on Shackles - Plastic

Part no. La mm Li mm Bi mm Packed Qty

HA349 26 18 3 100

HA449 44 27 6 100

HA549 53 33 6 100

HA

HA

SS

La

Bi

Li

ÿ
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 ≥ Plastic Jib Hanks

Part no. Forestay Length mm Packed qty

HA144 max. 3 mm 31 100

HA244 max. 4 mm 33 100

 ≥ Piston Hanks

Brass, made in Sweden

Part no. Length mm Forestay mm Size

2160-040 40 7 0

2160-050 50 9 1

2160-060 60 12 2

2160-070 70 16 3

2160-080 80 17 4

2160-090 90 21 5

2160-100 100 23 6

 ≥ Shock cord clamps

Part no. Description

HB1230 Clamp plier

HB4-100 Clamps 4-5 mm

HB6-100 Clamps 6 mm

HB8-100 Clamps 8 mm
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 ≥ Leechline Cleats

Part no. Type rope Ø 
mm

material total length 
mm

distance 
holes mm

width 
mm

rivet Ø

CL212 Cleat Star Board 2 - 5 Nylon 70 49 21 4.5

CL212BP Backplate 2 - 5 Nylon 71 49 21 4.5

CL212A Cleat Cover 2 - 5 Nylon 70 49 21

CL214W Cleat Port 2 - 5 Nylon 70 49 21 4.5

CL221 Dinghy-cleat 0 - 3 Nylon 43 33 17 3

CL233 Sail Line-cleat 2 - 6 Nylon 57 - 34 sew on

CL241 Racing Sail Line (starboard) 3 - 6 Aluminium 70 49 21 4.5

CL273 Racing Sail Line (port) 3 - 6 Aluminium 70 49 21 4.5

CL258 Racing Fine Line (starboard) 3 - 6 Aluminium 70 49 21 4.5

CL259 Racing Fine Line (port) 3 - 6 Aluminium 70 49 21 4.5

CL267 Racing Sail Edge cleat 1 - 4 Nylon/Alu - - - 14

CL269 Sail Edge cleat 1 - 4 Nylon - - - 14

 ≥ Gran-Segel® Cleats

Part no. Size For line Ø 
mm

Length mm For use on

2210-01 small 1 - 2.5 30 Surf and dinghy sails

2210-02 medium 1 - 4.0 45 Yachts up to 10 m

2210-03 large 2 - 5.0 60 Yachts up to 15 m

CL221 CL212BP

CL212 CL214W
CL212A

CL259

CL241

CL267

|-------- 50 mm --------|

CL269

CL233

CL233BP

CL258
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 ≥ Round Rings

High grade stainless steel A304

Part no. Øi mm thickness mm

2320-2003 20 3

2320-2504 25 4

2320-2505 25 5

2320-3004 30 4

2320-3005 30 5

2320-3506 35 6

2320-3006 30 6

2320-4005 40 5

2320-4006 40 6

2320-4008 40 8

2320-5006 50 6

2320-5008 50 8

2320-5010 50* 10

2320-7510 75* 10

2320-10010 100* 10

* available on request

 ≥ D-rings

High grade stainless steel A304

Part no. Bi mm Thickness mm

2325-2505 25 5

2325-3505 35 5

2325-5006 50 6

All available on request



Webbing & Velcro
Polyester Webbing • Dyneema Webbing
Coloured Polyprop Webbing • Original Velcro
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 ≥ Dyneema® Webbings

This webbing is exclusive to Contender. Very low stretch, high load, excellent resistance to UV & flex degradation & abrasion. It 
is designed for maximum stability and ease of sewing . Excellent strength to weight ratio, 3 times greater than existing polyester 
maxi webbing. Reduced weight - 4 times lighter than existing polyester webbing. Reduced bulk - thickness reduced to 1/3 of 
existing maxi webbings

Part no. Style Width
in mm

Roll length
in metres

Breaking 
load in kg

DW 12 Dyneema 12mm 50m 800 Kg

DW 19 Dyneema 19mm 50m 1000 Kg

DW 25 Dyneema 25mm 50m 1200 Kg

DW 30 Dyneema 30mm 50m 2000 Kg

DW 40 Dyneema 40mm 50m 2300 Kg

 ≥ Polyester Webbings-Standard Weight

Top quality polyester webbing with excellent UV resistance for finishing sails. Available in natural only.

Part no. Style Width
in mm

Length

2710-120 Standard 12mm 50m

2710-190 Standard 19mm 50m

2710-250 Standard 25mm 50m

2710-300 Standard 30mm 50m

 ≥ Polyester Webbings-Heavyweight

Top quality polyester webbing with excellent UV resistance for finishing sails. Available in natural only.

Part no. Style Width
in mm

Length

2715-120 Heavyweight 12mm 50m

2715-120C Heavyweight 12mm 50m

2715-200 Heavyweight 20mm 50m

2715-200C Heavyweight 20mm 50m

2715-250 Heavyweight 25mm 50m

2715-250C Heavyweight 25mm 50m

2715-300 Heavyweight 30mm 50m

2715-300C Heavyweight 30mm 50m

2715-400 Heavyweight 40mm 50m

2715-400C Heavyweight 40mm 50m

2715-500 Heavyweight 50mm 50m

2715-500C Heavyweight 50mm 50m

2715-630 Heavyweight 63mm 50m

2715-630C Heavyweight 63mm 50m
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 ≥ Velcro

Part no. Description Real siz in metres

VK510 16mm White Touch & Close Hook 25m

VK511 16mm White Touch & Close Loop 25m

VK310 20mm White Touch & Close Hook 25m

VK311 20mm White Touch & Close Loop 25m

VK390 20mm Black Touch & Close Hook 25m

VK391 20mm White Touch & Close Loop 25m

VK110 25mm White Touch & Close Hook 25m

VK111 25mm White Touch & Close Loop 25m

VK190 25mm Black Touch & Close Hook 25m

VK191 25mm Black Touch & Close Loop 25m

VK210 50mm White Touch & Close Hook 25m

VK211 50mm White Touch & Close Loop 25m

VK290 50mm Black Touch & Close Hook 25m

VK291 50mm Black Touch & Close Loop 25m

 ≥ Tubular Polyester Webbings

Contenders tubular webbing is available in a soft or hard finish for ease of construction.

Part no. Style Width
in mm

Length

Swe 25
Tubular-Hard 

finish
25mm 50m 

 ≥ XT Heavy Weight

Part no. Style Width
in mm

Length

2720-250 Heavy 25mm 50m

2720-300 Heavy 30mm 50m

2720-400 Heavy 40mm 50m

2720-500 Heavy 50mm 50m

 ≥ Aramid Webbing

Part no. Style Width
in mm

Length Breaking load 
in kg

AW25 Aramid 25mm 50m 1900 Kg

AW45 Aramid 45vmm 50m 2600 Kg



Seaming & Sewing
Sewing Threads • Seaming Tapes • Sailmaking Needles
Sailmaking Tools
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Part no. Style Colour

2900-030 V30 White

2900-046 V46 White

290x-046 V46 Colour

2900-069 V69 White

290x-069 V69 Colour

2900-092 V92 White

290x-092 V92 Colour

2900-138 V138 White

290x-138 V138 Colour

2900-207 V207 White

290x-207 V207 Colour

 ≥ Dabond® from Barbour Threads

Formerly Hemingway & Bartlett Dabond 2000 - UV

>> Best Ultra - Violet resistance

>> Consistent bonding of thread

>> Superior needle heat dissipation

>> High tensile strength, low stretch

>> Mildew resistant

>> Excellent consistency

>> Abrasion resistant
>> No knots/breaks

Codici colore 

La quarta cifra del Part No indica il codice del colore
riportato sotto:

0 = Natural
1 = Blue
2 = Brown
3 = Grey
4 = Black.  

Thread  style Suggested cloth weight 
(US oz)

Needle size imperial / mm Tex Breaking strength 
(N)

Average yield 
per cob

V30 0.50 - 1.20 11-14 / 75-90 40 21 12.000 mt

V46 0.75 - 3.00 12-15 / 80-95 70 33 10.000 mt

V69 3.00 - 5.00 15-18 / 95-110 100 50 6.000 mt

V92 5.00 - 9.50 17-20 / 105-125 130 66 5.000 mt

V138 8.00 - 10.5 19-21 / 120-130 220 103 3.000 mt

V207 9.50 - 16.0 21-23 / 130-160 310 147 4.000 mt
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 ≥ GORE™ TENARA® sewing thread

For seams that last as long as the fabric. 15 year warranty.

Part no. Description Make Polyester  
equivalent 

(Nm)

Length per 
spool 

(m/klos)

Needle size 
naald grootte  

(Nm)

M1000LTR-L5 Tenara Light Mono filament 50/V69 2100 90-110

M1000KTR-L5 Tenara Medium Mono filament 35/V92 1750 100-120

M1003HTR-L5 Tenara heavy Multi filament 20/V138 1050 120-140

 ≥ GORE™ TENARA® thread

TENARA® è prodotto dall’azienda americana GORE™ ed è progettato per cucire ad alta velocità oltre ad essere completamente 
UV ed avere un’alta resistenza chimica.

M1000LTR M1000KTR M1003HTR

Length of spool 2.100m 1.750 m 1.050 m

Usage Pillows, binding
Canopies, UV covers, 

yacht sails, shade sails
For extra strong seams 

for bigger projects

Needle size
NM 90 – 110  

14 – 16
NM 100- 120  

18
NM 120 – 140  

19 – 22

Technology

Ticket No./ dtex No./Tkt. 50 No./Tkt. 35 No./Tkt. 20 

dtex 1111 dtex 1556 dtex 2775

Strength/colour 3.5 kg 5.0 kg / 4.0 kg  9.5 kg / 7.0 kg

Colori disponibili

White Blue TANRed BlackLight Grey
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 ≥ Scissors

Medium scissors for use on any kind of cloth, with polished blades. The RQ1026 is especially 
designed for cutting Carbon, Kevlar and Dyneema materials. The blades are made of high Carbon 
Molybdenum Vanadium stainless steel for extra long edge life. Ergonomic styled and padded grip 
made of soft plastic.

Part no. Length mm

RQ102603 262 Right Normal use 56-58 HRC

RQ104603 262 Left Normal use 56-58 HRC

RQ1026 240 Right Aramid

 ≥ Hot Knife

Part no. Description

EW0 60 watt - 230 volt with EURO-plug, without blades

Accessories

EW1 Blade for cloth

EW2 Blade for rope

 ≥ Thread Clips

Stainless steel blades, plastic handles

Part no. Description Price/pc

HB1558 Seam Ripper € 1,20 seam ripper

ew2 ew1

 

 ≥ Scratch Awl

Top quality with yellow plastic handle

Part no. Length mm Packed Qty

HB1571 110 12

 ≥ Push Pins

Stainless steel pins with plastic or aluminium head

Part no. Length Packed Qty

HB1570 28 mm with red plastic head 100

HB1572 28 mm with aluminium head 100
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 ≥ Contender Double Sided Acrylic Seaming Tapes

Non yellowing pure acrylic double sided tape with anti fungicide. A top quality seaming tape, for all materials including P.V.C. 
giving the best long term bond. 

Part no. Width mm Roll Length m N.Box

956006 6mm 50 272

956009 9mm 50 184

956012 12mm 50 136

956015 15mm 50 108

956019 19mm 50 88

956025 25mm 50 64

956030 30mm 50 56

956050 50mm 50 32

956070 70mm 50 16

 ≥ Sailtape Double Sided Seaming Tapes for Spinnakers

Un grande biadesivo per incollare gli spinnaker SENZA DOVERLI CUCIRE.

Part no. Width mm Roll length Price/roll

569009 9mm 128 50 m

569012 10mm 96 50 m

569015 15mm 80 50 m

569019 19mm 64 50 m

569025 25mm 40 50 m

 ≥ Contender Dynakote Tape

Un grande biadesivo per incollare gli spinnaker SENZA DOVERLI CUCIRE.

Part no. Width mm Roll length

842009 9mm 50 m

842012 12mm 50 m

842015 19mm 50 m

 ≥ Biadesivo per acrilico

Part no. Width mm Roll length

160009 9 mm 50 m

160012 12 mm 50 m

160015 15 mm 50 m
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 ≥ Sail Repair Sets

Part no. Type

WS5201 SRS type 1

WS5202 SRS type 2

 ≥ Sailmaking Needles

WILLIAM SMITH & SON® Tri-angular, packed quantity 25

Part no. Length mm Ø mm

WS5109 No.  9 102 mm 3.5

WS5110 No. 10 89 mm 3.0

WS5112 No. 12 81 mm 2.6

WS5113 No. 13 79 mm 2.3

WS5114 No. 14 76 mm 2.0

WS5115 No. 15 72 mm 1.9

WS5116 No. 16 69 mm 1.6

WS5117 No. 17 65 mm 1.4

WS5118 No. 18 62 mm 1.2

WS5119 No. 19 49 mm 1.0

WS5120 Envelope with 5 assorted needles (No. 13,15,16,17,18)

WS5121 Tube with 20 assorted needles (4 each No. 14 - 18) + 2 sewing needles

WS 5201 WS 5202
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Adhesives
Polyester Insignia • Sailnumbers • Insignia Tapes
Adhesive Foam • Spinnaker Repair Tape
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 ≥ Dacron adesivo Insignia

Adhesive backed polyester cloth, width 137 cm. Full rolls only, 10 and 50 yards.

Part no. Description Quantity

DI137 BLACK Insignia 137cm 45 m

DI137 BLUE Insignia 137cm 45 m

DI137 BLUE NAVY Insignia 137cm 45 m

DI137 GREEN Insignia 137cm 45 m

DI137 GREY Insignia 137cm 45 m

DI137 NAUTRAL Insignia 137cm 45 m

DI137 PINK Insignia 137cm 45 m

DI137 RED Insignia 137cm 45 m

DI137 SILVER Insignia 137cm 45 m

DI137 YELLOW KEVLAR Insignia 137cm 45 m

 ≥ Insignia Tapes

Part no. Colours Width Length

T15 Natural, Black, Grey, Blue, Red 15 mm 45 m

T20 Natural, Black, Grey, Blue, Red 20 mm 45 m

T25 Natural, Black, Grey, Blue, Red  25 mm 45 m

T30 Natural, Black, Grey, Blue, Red 30 mm 45 m

T40 Natural, Black, Grey, Blue, Red 40 mm 45 m

T50 Natural, Black, Grey, Blue, Red 50 mm 45 m

T60 Natural, Black, Grey, Blue, Red 60 mm 45 m

T75 Natural, Black, Grey, Blue, Red 75 mm 45 m

T80 Natural, Black, Grey, Blue, Red 80 mm 45 m

T100 Natural, Black, Grey, Blue, Red 100 mm 45 m
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 ≥ Spinnaker Repair Tape

Nylon Insignia on rolls of 4.5 m in 50 mm width

Part no. Colour

PSA500411 White

PSA500421 Light Blue

PSA500422 Dark Blue

PSA500429 Pink

PSA500430 Green

PSA500441 Yellow

PSA500443 Fluor Yellow

PSA500450 Orange

PSA500460 Red

PSA500490 Black

PSA500491 Grey



Tapes & Luff Tapes
Welded Luff Tapes • Seamed Luff Tapes • Bolt Ropes
Luff Lines • Tape Folders • Polyester Tapes • Nylon Tapes
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Tapes & Lufftapes

 ≥ Contender PVC coated Luff Tape with hard braided Luff Line

The base for the luff tape is a 500 x 500 denier polyester cloth which is coated with PVC on the inside to weld 
the tape firmly around a hard braided Gleistein luff line. The outside of the tape is impregnated with a special 
formula to prevent it from getting mildew and ensure the tape to slide easily through the head stay profile.

Part no. Diameter tape mm Distance to 2nd cord 
mm

CL4.0 4 -

CL4.5 4.5 -

CL5.0 5 -

CL5.5 5.5 -

CL6.0 6 -

CL7.0 7 -

CL4.0-2 4 13

CL4.5-2 4.5 13

CL5.0-2 5 13

CL5.5-2 5.5 13

CL6.0-2 6 13

A cut fee will be charged for a cut length.

 ≥ Tentkeders

Alleen op hele rol van ongeveer 100m

Artikel Omschrijving

HCL7.500 Tentkeder 7.5mm wit

HCL7.594 Tentkeder 7.5mm donker grijs

HCL7.099 Tentkeder 7.5mm zwart
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Tapes & Lufftapes

 ≥ Teflon Tape

Special tape for use on forestay systems, extremely low friction

Part no. Weight Width mm Colour

Teflon 8 oz - 340 g/m2 125 White

 ≥ Tape Folder

 

Part no. Description

1650 folds your tape, in a quick and easy way accurately

User guide:
–  Loosen the two wing nuts  (A). Push the two stainless  steel 

plates outwards  as shown.
–  Fold and crease  half a metre  of the tape (D), exactly in the 

middle,  that  you want to fold.
–  Insert the folded and creased tape into either the top or lower 

slot.Use the narrow  slot for tapes lighter than 280 grams/
sqm, and the wider slot for tapes heavier than 280 grams/
sqm. The fold should point towards  the stainless  plate. If 
necessary  you can use slot E to feed the tape through the 
folder.

–  Push the two stainless  steel plates inwards untill the crease  
of the folded tape has been reached. Then tighten  the two 
wing nuts  A.

–  Pull the tape through  the tape holder.
–  The tape folder can be placed in a vice or bolted to a bench 

(using holes F), for added stability, when pulling the tape. 

 ≥ Polyester Tapes, coloured

Sold per roll 

Part no. Weight Width mm Colour

BV430C 4 oz - 170 g/m2 30 Red

BV450C 4 oz - 170 g/m2 50 Red

BV430C 4 oz - 170 g/m2 30 Green

BV450C 4 oz - 170 g/m2 50 Green

BV430C 4 oz - 170 g/m2 30 Dark Blue

BV450C 4 oz - 170 g/m2 50 Dark Blue
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 ≥ Polyester Tapes, natural

Sold per roll

Part no. Weight 
oz-g/m2

Width  
mm

TAP40030 4  - 170 30

TAP40040 4  - 170 40

TAP40050 4  - 170 50

TAP40060 4  - 170 60

TAP50050 5  - 210 50

TAP50060 5  - 210 60

TAP50070 5  - 210 70

TAP50080 5  - 210 80

TAP50090 5  - 210 90

TAP50100 5  - 210 100

TAP60050 6  - 255 50

TAP60060 6  - 255 60

TAP60070 6  - 255 70

TAP60080 6  - 255 80

TAP60090 6  - 255 90

TAP60100 6  - 255 100

TAP60120 6  - 255 120

TAP70060 7  - 300 60

TAP70070 7  - 300 70

TAP70080 7  - 300 80

TAP70090 7  - 300 90

TAP70100 7  - 300 100

TAP70120 7  - 300 120

TAP80060 8  - 300 60

TAP80070 8  - 300 70

TAP80080 8  - 300 80

TAP80090 8 - 300 90

TAP80100 8  - 300 100

TAP80120 8  - 300 120
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Zips
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Zips

 ≥ YKK cerniera a spirale da 10mm divisibile

Cerniere di alta qualità. La banda poliestere utilizzata è stabilizzata i raggi UV e trattata idrorepellente.
Le cerniere sono in diversi colori e lunghezze. Le xxx nei codici stanno ad indicare il colore da inserire manualmente.

Articolo Lungh. cm Descrizione Largh. mm

YKKSP1xxx008 80 doppia 10

YKKSP1xxx010 100 doppia 10

YKKSP1xxx015 150 doppia 10

YKKSP1xxx020 200 doppia 10

YKKSP1xxx025 250 doppia 10

YKKSP1xxx030 300 doppia 10

YKKSP1xxx035 350 doppia 10

YKKSP1xxx040 400 doppia 10

YKKSP1xxx045 450 doppia 10

YKKSP1xxx050 500 doppia 10

YKKSP1xxx100 10m doppia 10

YKKSP1xxx120 12m doppia 10

YKKSP1xxx150 15m doppia 10

YKKSP1xxx200 20m dubbele lip 10

 ≥ YKK cerniera a spirale da 8mm divisibile

Cerniere di alta qualità. La banda poliestere utilizzata è stabilizzata i raggi UV e trattata idrorepellente.
Le cerniere sono in diversi colori e lunghezze. Le xxx nei codici stanno ad indicare il colore da inserire manualmente. 

Articolo Lungh. cm Descrizione Largh. mm

YKKSP8xxx010 100 doppia 8

YKKSP8xxx015 150 doppia 8

YKKSP8xxx020 200 doppia 8

YKKSP8xxx025 250 doppia 8

YKKSP8xxx030 300 doppia 8

YKKSP8xxx035 350 doppia 8

Natural
582

Beige
573

Black
580

Navy
071

Silver
577
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 ≥ YKK cerniere a rotolo

Cerniere di alta qualità. La banda poliestere utilizzata è stabilizzata i raggi UV e trattata idrorepellente.
Le cerniere sono in diversi colori e lunghezze. Le xxx nei codici stanno ad indicare il colore da inserire manualmente. 

Articolo Lungh. cm Descrizione Largh. mm

YKKSP1xxxROL 100 5 colori per rotolo 10

YKKSP8xxxROL 100 5 colori per rotolo 8

YKKSC10D nvt cursore doppio metallo 10

YKKSC10E nvt cursore singolo metallo 10

YKKSC8D nvt cursore doppio metallo 8

YKKSC8E nvt cursore singolo metallo 8



Fabrics
Sail Bag Fabric • Trampoline Mesh • Window Material
WeatherMax™ • Masacril® • Clear PVC Film
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 ≥ WeatherMax™

- Leggero, resistente e durevole
- L’alto livello di traspirabilità riduce lo sviluppo di muffe
- Colori inalterati per almeno 5 anni

Prodotti da filati                     tinti in soluzione, UNIFI è un tecnopolimero esclusivo con caratteristiche di resistenza ai raggi UV 
per una ritenzione a lungo termine del colore e della resistenza.

Grazie alla tecnologia COLOR TITE
- Resistenza allo sbiadimento minima di 5 anni
- Nessun alone o trasferimento di colore
- Candeggiabile

La finitura HYDROMAX eleva lo standard delle prestazioni idrostatiche offrendo una insuperabile idrorepellenza e resistenza 
alla formazione di muffe, senza ridurre la traspirabilità.

3 ANNI DI GARANZIA LIMITATA

È un tipo di tessuto per BANDE UV e COPERTURE di nuova concezione che unisce i pregi di più tipi di tessuto finora 
utilizzati:

 ≥ Stabilità dimensionale, Weathermax è leggermente
 ≥ elastico ma NON DEFORMA.
 ≥ 2 volte più resistente allo strappo di un tessuto acrilico.
 ≥ 6 volte più resistente all’abrasione di un tessuto acrilico.
 ≥ 70% più impermeabile all’acqua di un tessuto acrilico.
 ≥ 1,5 volte più traspirante di un tessuto spalmato.
 ≥ Peso ridotto. Facilità di lavorazione.
 ≥ Antimuffa, non screpola con freddo o esposizione U.V.
 ≥ Tenuta del colore garantita fino 5 anni!
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Fabrics

The printed colour may differ from the actual colour. Please only use for your reference.

True Red

80 29344
65 29343
FR FR344

Scarlet

80 29374  

Burgundy

80 29338
FR FR338

For est Green

80 29342
65 29341
FR FR342

Slate

80 29428

Moss

80 29403
FR FR403

Pacific Blue

80 29346
65 29345
FR FR346

Royal

80 29401

Captain Navy

80 29354
65 29353

Black

80 29355
65 29335
FR FR355

Forrest Tweed

80 29397

Light Charcoal

80 29334
65 29333
FR FR334

Silver

80 29382
65 29399

Taupe

80 29377 
65 29387

Sand

80 29376

Toast

80 29348 
65 29347
FR FR348

Sapphire Tweed

80 29396

Graphite

80 29431

Oyster

80 29423

White

80 29371
65 29372
FR FR371

Yellow

80 29352
65 29350
FR FR352

Chocolat

80 29430
65 29429

Sandstone

80 29427

Beige

80 29389

Performance properties WeatherMax™ 80 WeatherMax™ 
Coated

WeatherMax™ 65 WeatherMax™ FR

Yarn type Saturamax Saturamax Saturamax Saturamax

Finish Hydromax PU coated Hydromax FR Coated

Weight gr/m² 271 300 220 305

Roll width cm 152 150 152 152

Roll length m 68 50 91 59

Tensile strength N/5cm Warp 1810 1850 1700 1875

N/5cm Fill 1710 1840 1300 1750

Tear strength N Warp >85 >45 >65 >55

N Fill >75 >45 >42 >60

Hydro static pressure mm >650 >1350 >550 >900

Spraytest Note 100 Note 90 Note 100 Note 100

Color fastness  Note >6 Note >6 Note >6 Note >6

Flame retardant - - - V

Cleaning instructions

WeatherMax™ fabrics may be spot washed by using a soapy solution of a mild detergent and lukewarm water. Rinse thoroughly with 
clean water to remove the soap and allow to air dry. For mildew stains, prepare a solution of one (1) cup of bleach plus half (1/2) 
cup of mild detergent per 4 liters water. Spray on the entire area and allow soaking. Rinse with clean water and allow to air dry.
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 ≥ WeatherMax™ 80

Part no. Colour

WM80 Light Charcoal

WM80 Burgundy

WM80 Forest Green

WM80 True Red

WM80 Pacific Blue

WM80 Toast

WM80 Yellow

WM80 Captain Navy

WM80 Black

WM80 White

WM80 Scarlet

WM80 Sand

WM80 Taupe

WM80 Silver

WM80 Beige

WM80 Saphire Tweed

WM80 Forest Tweed

WM80 Royal Blue

WM80 Moss

WM80 Oyster

WM80 Chocolate

WM80 Graphite

 ≥ WeatherMax™ 80 Linen

Part no. Colour

WM80 Sandstone

WM80 Slate

WM80 Oyster Linen

WM80 Black Linen

Black Linen

80 29441

Sandstone

80 29427

Slate

80 29428

Oyster Linen

80 29440
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 ≥ WeatherMax™ 65

Part no. Colour

WM65 Lt Charcoal

WM65 Black

WM65 Forest Green

WM65 True Red

WM65 Pacific Blue

WM65 Toast

WM65 Yellow

WM65 Captain Navy

WM65 White

WM65 Sand

WM65 Taupe

WM65 Silver

WM65 Chocolate

 ≥ WeatherMax™ 80 coated

Part no. Colour

WM80C Light Charcoal

WM80C Captain Navy

WM80C Black

WM80C White

WM80C Silver

WM80C Royal Blue

WM80C Graphite
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 ≥ WeatherMax™ 65 - Adesivo - UV leech cover genoa 

Part no. Colour

150 cm wide

WM65 adesivo White 29371

WM65 adesivo Pac.Blue 29345

WM65 adesivo Capt.Navy 29353

WM65 adesivo Silver 29399

WM65 adesivo Lt.Charcoal 29334

 ≥ WeatherMax™ FR

Part no. Colour

WM80FR Light Charcoal

WM80FR Burgundy

WM80FR True Red

WM80FR Pacific Blue

WM80FR Toast

WM80FR Yellow

WM80FR Capt. Navy

WM80FR Black

WM80FR White

WM80FR Silver

 ≥ WeatherMax™ bias binding 22mm

on 25m rolls

Part no.

WMT Suisei binder 22 mm
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 ≥ Flagship tessuti tecnici

La sicurezza, la funzionalità e l’aspetto sono i tre pilastri principali di questo prodotto. Questo tessuto è particolarmente adatto per 
le tende di alta qualità, l’architettura tessile e la protezione solare / pioggia. Non solo per le sue proprietà funzionali, ma anche 
grazie al carattere ignifugo unico.

È un tessuto in poliestere supportato dalle ultime tecnologie sviluppate.
Questa combinazione si traduce in un tessuto che è caratterizzato da una eccellente resistenza ai raggi UV e alla sporcizia. 
Questo fatto rende la gamma Flagship unica.
Contender offre le seguenti qualità all’interno della gamma Flagship:

FlagshipFR è disponibile in due grammature: 150 gr/m2, 220 g/m2

Entrambi sono tessuti con filati di poliestere ad alta tenacità, grande resistenza alla trazione, basso allungamento e elevata 
resistenza allo strappo. Il tessuto è unilaterale, quindi, molto leggero. Certificato secondo DIN 4102 B1, ciò significa che FlagshipFR 
è estremamente difficile da infiammare.

Flagship Cover è costituito da due diverse qualità: Flash 200 Cover e Flash 450 Cover.
Flagship è un tessuto di alta tecnologia con caratteristiche tecniche simili al FlagshipFR, tuttavia senza certificato ignifugo.
Il rivestimento di poliuretano bifacciale fornisce una simile performance su entrambi i lati del tessuto.
Flagship 450 Cover e un tessuto con una fibra di poliestere ad alta tenacità, rendendo al prodotto un look distintivo.



73

Catalogo 2016 • Esse Marine

Fabrics

 ≥ Flagship FR

Flagship FR is available in two weights. Both are woven with a high-tenacity polyester yarn, therefore having strong tear resistance, 
low stretch, and good dimensional stability. The fabric is PU coated on one side, resulting in a very light weight in comparison to 
more traditional canvasses.

Performance properties Flagship 150 FR Flagship 220 FR

Yarn HT Polyester HT Polyester

finish PU coated PU coated

weight gr/m² 150 220

roll width cm 205 205

roll length m 100 50

tensile strength N/5cm warp 1300 2300

N/5cm fill 1300 2100

tear strength N warp >80 >130

N fill >80 >130

water column mm >3000 >5000

Spraytest Note 90 Note 90

colour fastness  Note 6-8 Note 6-8

flame retardant B1/M1 B1/M1

 ≥ Flagship FR

Part no. available in description weight gr/m²

FS150FRxx 2 kleuren Flagship 150 FR - B1/M1 150

FS220FRxx 2 kleuren Flagship 220 FR - B1/M1 220

Pearl White

150 FR 01

Pearl White

220 FR 01

Silver

150 FR 02

Silver

220 FR 02
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 ≥ Flagship Cover

Part no. available in description weight gr/m²

FS200Cxx 5 kleuren Flagship 200 Cover 200

FS450Cxx 5 kleuren Flagship 450 Cover 450

available in cut lengths

 ≥ Flagship Cover

Contender Flagship Cover consists of two different varieties, and is very suitable for covering purposes. The two -sided 
polyurethane coating ensures that the fabric has a similar performance on both sides.

Performance properties Flagship 200 Flagship 450

yarn HT Polyester  Polyester

finish PU coated PU coated

weight gr/m² 200 370

roll width cm 205 163

roll length m 50 50

tensile strength N/5cm warp 2300 2000

N/5cm fill 2100 1500

tear strength N warp >70 >80

N fill >70 >80

water column mm >2000 >1000

Spraytest Note 90 Note 90

colour fastness  Note >7 Note >7

flame retardant - - 

Graphite

200 cover 431

Graphite

450 cover 431

Pacific Blue

200 cover 346

Pacific Blue

450 cover 346

Silver

200 cover 382

Silver

450 cover 382

Navy

200 cover 354

Navy

450 cover 354

Black

200 cover 355

Black

450 cover 355
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 ≥ Performance Properties -Masacril®

Masacril® is a high quality range of acrylic fabrics that gives an excellent performance in many applications in the nautical sector. 
Its excellent properties: long life, great resistance to UV radiation, permeability to air and watertightness, anti-mould properties, 
light weight, ease of maintenance and solution dyed Masacril® acrylic, make it the fabric of choice. For over thirty years there has 
been no other fabric that can compare. The very durable waterproof coating ensures a water column of more than 1000 mm and 
excellent shape holding; still, there is enough stretch in the fabric so that a canopy can be pulled effortlessly to the attachments 
and has enough stability to prevent sagging.

Specifications: Acryl-coated

Material: 100% acrylic

Construction: warp 31 yarns/cm fill 15 yarns/cm

Tensile strength: warp 140 daN/5 cm fill 95 daN/5 cm

Weight: 330 gr/m2

Water column: 1000 mm

Finish: Teflon/fluor carbon

Width: 153 cm

Roll length: 50 meter
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 ≥ Contender Masacril® - Coated Acrylic Fabric

Part no. Colour Colour code

SA Azul 2401

SA Beige 2403

SA Blanco 2405

SA Granate 2407

SA Silver 2409

SA Racing 2410

SA Marfil 2411

SA Marino 2413

SA Marron 2415

SA Perla 2417

SA Brisa 2418

SA Rojo 2419

SA Gris 2421

SA Azul Reaal 2423

SA Cafe 2442

SA Integral 2443

SA Armada 2448

SA Admiral Navy 2449

SA Avena 2451

SA Vison 2452

SA Seda 2453

SA Aquamarina 2460

SA Antracita 2461

SA Tweed Negro 2463

SA Botella 2488

SA Tweed Azul 2660

SA Tweed Verde 2710

SA Tweed Rojo 2718

SA Tweed Avena 2719

SA Rioja 2729

SA Verde 2742

SA Tweed Midnightblue 2743

SA Indigo 2746

SA Mineral 2750

SA Purpura 2752

SA Negro 2881

SA Naranja 8250

SA Amarillo 8634

SA Vanilla 8668

SA Teja 8733
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 ≥ Trampoline

Weight 290 gr/m2, width 190 cm, roll length 100m, (also sold 
by metre, a cutting fee will be charged)

Part no. Colour

5004-01 Grey

5004-02 Black

 ≥ Nylon Sailbag

Quality Nylon fabric with good tensile strength, light permeable PU-finish on one side (sewing finish), not waterproof, 
420 den x 420 den, ca. 180 g/m2, width 150 cm, roll length 100 m (also sold by metre, a cutting fee will be charged!)

Part no. Colour

SBAG White

SBAG Red

SBAG Gold

SBAG Yellow

SBAG Green

SBAG Dark Blue

SBAG Medium Blue

SBAG Navy Blue

SBAG Dark Grey

SBAG Grey

SBAG Black

Coloured woven cloth can stain under certain circumstances! Please make sure that sails in their sailbag are not stored for longer 
periods under damp conditions.

 ≥ PVC per finestre con protezione UV 

Solo su rotoli pieni altezza 137 cm

Article Lenght Thikness

FF050 25 0.5

FF050 50 0.5

FF075 30 0.75

De

 ≥ Nylon adesivo

Nylon Contender adesivo in altezza 150 cm

Article Description Altezza

NA Nylon adesivo 150 cm

NAS Nylon adesivo siliconato 150 cm

De
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Snoofer

 ≥ Snoofer - Parts + Complete

Part No Descrizione

RM001 Snoofer completo

RM002 Funnell-Imbuto

RM 003 Passacavo

RM 004 Passacavo con puleggia

RM 005 Gancio
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Snoofer



Wovens • Spinnaker • Laminates
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Qualunque sia il vostro tipo di barca, Contender Sailcloth ha il tessuto giusto per voi !
Contender fornisce ai produttori di vele di tutto il mondo una gamma completa di tessuti per la produzione velica. 
Le costruzioni di tela sono costruite partendo dai nostri esclusivi filati Fibercon® per garantire massime prestazioni 
in crociera o in regata. Le nostre tele per spinnaker, nella loro grande varietà di design, colori e motivi appaiono 
sugli yacht da regata e da crociera di tutto il mondo, ed il loro impiego ha dominato la Coppa America. Ogni 
laminato è disponibile sia per il velista da crociera, sia per il velista da regata alla ricerca di prestazioni vincenti.
Per garantire la qualità dei nostri tessuti, gestiamo direttamente tutto il processo produttivo integrato - dal 
trattamento del filato, alla tessitura, alle finiture. La nostra cura per i dettagli potrà sembrare “fuori moda”, ma 
è il modo migliore per garantire la massima qualità delle nostre tele, e assicurare ai nostri clienti prestazioni 
eccellenti e durature nel tempo.

Le tele Contender sono durature e dalla tessitura densa
Per le nostre gamme di tele utilizziamo solo filati ad alta qualità Fibercon®. Questi filati sono prodotti in Europa in 
esclusiva per Contender nel rispetto di strette specifiche produttive.
Tutte le nostre tele Fibercon® sono tessute alla massima densità possibile. La tessitura densa dei filati consente 
loro di affrontare nel modo più efficiente le forze esercitate sulla vostra vela.
La finitura dei nostri tessuti Fibercon® è inoltre progettata per soddisfare al meglio i vostri bisogni e le vostre 
aspettative. Ciò significa che la vostra vela garantirà manovrabilità e prestazioni durature secondo le vostre 
esigenze.
I tessuti Contender sono tra le tele da vela con la maggiore stabilità UV sul mercato. Inoltre, per le vele esposte 
all’aria per periodi più lunghi di tempo come i genoa con avvolgifiocco, proponiamo la nostra gamma di tele 
WeatherMax™ resistenti UV per l’utilizzo su strisce protettive e sacrificali UV. Questo prodotto protegge la vostra 
vela riducendo al minimo l’impatto sulle prestazioni di vela.

Noi di Contender Sailcloth siamo orgogliosi di poter offrire la migliore consulenza per la scelta dei tessuti per le 
vostre vele
La vostra vela è il risultato della collaborazione tra la vostra veleria di fiducia e Contender. Cerchiamo di 
mantenere un costante dialogo con i produttori di vele di tutto il mondo, scambiando esperienze e consigli in 
modo da rimanere sempre a contatto con i loro processi produttivi.
Offriamo i migliori consigli per l’acquisto delle tele più adatte alle vostre esigenze: prima, collaborando a stretto 
contatto con la vostra veleria, poi aiutandovi il più direttamente possibile (ad esempio tramite il nostro sito Web) a 
scegliere la tela migliore per la vostra barca e i vostri piani velici.

Contender fabrics are produced sustainably
Aderiamo con entusiasmo al Principio PPP: Persone, Pianeta, Prosperità

Persone: Lavoriamo solo con partner che garantiscano condizioni di lavoro nel rispetto degli standard Europei.

Pianeta: Rispettiamo con attenzione gli standard ambientali. Ad esempio, evitiamo l’emissione di solventi dannosi 
raccogliendoli e riciclandoli come carburante per le nostre linee produttive.

Prosperità: Lavoriamo in modo equo e aperto con i nostri fornitori e i nostri stabilimenti in tutto il mondo. Ciò 
assicura che le migliori competenze siano correttamente indirizzate lungo il processo produttivo, e che le nostre 
tecnologie siano sempre all’avanguardia.
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Contender Sailcloth | Wovens
Fibercon® AP • Fibercon® Pro • Fibercon® Competition • Fibercon® Hybrid
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Wovens - Fibercon® Polypreg

 Weight range Fibercon® AP Natural

Weight oz. Warp x Fill Natural Silverline

5.38 250 x 250 ✓

6.38 250 x 380 ✓ ✓

7.38 300 x 500 ✓ ✓

8.38 300 x 750 ✓ ✓

9.38 440 x 750 ✓

10.38 440 x 1000 ✓

11.38 440 x 1500 ✓

12.38 440 x 1800 ✓

 A new range of tightly woven all purpose constructions

 Woven with high tenacity Fibercon® yarn ensuring performance, durability and good strength retention to UV

 6.38 oz. and 7.38 oz. also available as Fibercon® tapes

 Weight range Fibercon® Pro High Aspect

Style Construction Colours 

Weight oz. Warp x Fill Natural

4.52 125 x 220 ✓

5.52 125 x 350 ✓

6.52 125 x 440 ✓

7.52 200 x 600 ✓

Style Construction Natural 

7.52 200 x 600 ✓

8.52 250 x 750 ✓

9.52 250 x 1000 ✓

15.52 750 x 2000 ✓

 Fibercon® Pro is offering a range of very densely woven constructions meeting specific aspect ratio

 Woven with high tenacity Fibercon® yarn ensuring performance, durability and good strength retention to UV

 Fill/warp ratios range from 2.8 - 6.8 : 1 to optimize fill thread line performance

 For main and genoa applications where the aspect ratio is 2.5 or greater
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Wovens - Fibercon® Polypreg

 Weight range Fibercon® Pro Radial Natural

Style Construction Colours 

Weight oz. Warp x Fill Natural

5.5 150 x 250 ✓

6.5 250 x 250 ✓

7.5 350 x 350 ✓

8.5 380 x 380 ✓

9.5 500 x 440 ✓

10.5 600 x 600 ✓

 Weight range Fibercon® Pro Low Aspect Natural

Style Construction Colours 

Weight oz. Warp x Fill Natural

4.46 150 x 250 ✓

5.46 150 x 220 ✓

6.46 200 x 440 ✓

7.46 250 x 440 ✓

Style Construction Natural 

6.46 200 x 440 ✓

7.46 250 x 440 ✓

8.46 350 x 600 ✓

9.46 350 x 750 ✓

10.46 350 x 1000 ✓

12.46 750 x 1000 ✓

15.46 1000 x 1000 ✓

 Fibercon® Pro is offering a range of very densely woven constructions meeting specific aspect ratio

 Woven with high tenacity Fibercon® yarn ensuring performance, durability and good strength retention to UV

 Fill/warp ratios range from 1.5 – 2.8 : 1 to offer better bias stability with good fill specs

 For main and genoa applications where the aspect ratio is less than 2.5 : 1

 Fibercon® Pro Radial is offering densely woven and balanced constructions ideally for radial applications

 Woven with high tenacity Fibercon® yarn ensuring performance, durability and good strength retention to UV

  Fibercon® Pro Radial UV-impregnated fabrics “breath” to greatly reduce the risk of mildew typically associated 

with cruising laminates

 Weight range Fibercon® One Design

Style Construction Colours

Weight oz. Warp x Fill Natural

3.8 150 x 250 ✓

 Tightly woven constructions to meet the weight and stretch requirements for a wide range of one design classes

 Woven with high tenacity Fibercon® so sails keep their competitive edge longer
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Wovens - Fibercon® Polypreg Coloured

 Weight range Fibercon® Pro Radial Tanbark

Style Construction Colours 

Weight oz. Warp x Fill Tanbark

8.5 380 x 380 ✓

10.5 600 x 600 ✓

 Weight range Fibercon® AP Coloured

Style Construction Colours

Weight oz. Warp x Fill Alt Air cream Light tan Tanbark

5.38 250 x 250 ✓ ✓ ✓

6.38 250 x 380 ✓ ✓ ✓

7.38 300 x 500 ✓ ✓ ✓

8.38 300 x 750 ✓ ✓ ✓

9.38 440 x 750 ✓ ✓ ✓

10.38 440 x 1000 ✓ ✓

12.38 750 x 1000 ✓ ✓

15.38 1000 x 1000 ✓ ✓

 Fibercon® All Purpose constructions in Alt Air Cream and Tanbark for traditional sails

 Woven with high tenacity Fibercon® yarn ensuring performance, durability and good strength retention to UV

 Alt Air Cream is our standard darker shade cream

 A 4 oz. Alt Air Cream available under Supercruise

 Weight range Fibercon® Pro Low Aspect Classic Light Cream

Style Construction Colours 

Weight oz. Warp x Fill Classic light cream

6.46 200 x 440 ✓

7.46 250 x 440 ✓

8.46 350 x 600 ✓

9.46 350 x 750 ✓

10.46 350 x 1000 ✓

 Our reknown tightly woven low aspect constructions in classic light cream

 High tenacity Fibercon® yarn used

 Fibercon® Pro Radial in Tanbark for radial and vertical applications

 Woven with high tenacity Fibercon® yarn ensuring performance, durability and good stength retention to UV

ALT AIR CREAM LIGHT TAN TANBARKCLASSIC LIGHT CREAM
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 Warp oriented – perfect for radial sails 

 Super-strong and durable Dyneema yarns 

 Hybrid weave with Fibercon® Polyester 

 Bias stability – tight weave + new coated finish 

 Prices Fibercon® Pro Hybrid

Style Construction Width

Weight oz. Warp x Fill

6.65 250+800D x 250+800D 145 cm

7.65 300+800D x 300+800D 145 cm

8.65 380+800D x 380+800D 145 cm

9.65 400+800D x 400+800D 145 cm

10.65 500+800D x 500+800D 145 cm

Wovens - Fibercon® Hybrid

HYBRID 7.65

HYBRID 8.65 HYBRID 10.65

HYBRID 6.65

HYBRID 9.65



91

Catalogo 2016 • Esse Marine

Wovens - Fibercon® Vectran

 For those who seek increased performance 

 Combines the unique properties of the Fibercon® yarn with the ultimate strength and flexibility of Vectran

 Weight range Fibercon® Pro Vectran

Style Construction Width

Weight oz. Warp x Fill

6.7 225P x 600P/750V 150 cm

7.7 225P x 1000P/1000V 150 cm

9.7 380P x 1000P/1500V 150 cm

11.7 500P x 1500P/1500V 150 cm

VECTRAN

NEW



92

Tel.: (+39) 0464 514020 • info@essemarine.com

Wovens - Fibercon® Polykote

 Weight range Fibercon® Competition - Polykote Ripstop

Style Construction Price per m  /  91,4 cm

Weight oz. Warp x Fill

2.99 125 x 125

3.6 150 x 150/500

3.8 150 x 250

4.46 150 x 250

5.46 150 x 220

 Coated with our proprietary hard urethane chemistry for the ultimate low stretch finish

 Distinctive ripstop construction

 Low Aspect and balanced weaves for cross-cut and radial applications

 Weight range Fibercon® Competition - Polykote plainweave

Style Construction

Weight oz. Warp x Fill

2.8 125/250 x 125

4.52 125 x 220

5.52 125 x 350

6.5 200 x 440

Style Construction

Weight oz. Warp x Fill

7.52 200 x 600

 Coated with our proprietary hard urethane chemistry for the ultimate low stretch finish

 Excellent performance and durability

 Plain weave fill oriented constructions for cross-cut applications

 Weight range Fibercon® Competition - RS Tempered Polykote

Style Construction

Weight oz. Warp x Fill

RS 2.5 70/250 x 70/250

RS 5 150/250 x 250/500

RS 5.5 150/250 x 250/500

RS 6 150/500 x 250/500

 RS 3 - RS 3.5 - RS 4 discontinued

 A new slightly softer “tempered” Polykote finish offering a more versatile fabric

 Low profile ripstop pattern into balanced weave constructions

 Suitable for cross-cut and radial designs
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 Weight range Fibercon® Competition - RSQ Polykote

Style Construction

Weight oz. Warp x Fill

RSQ 3.05 125/500 x 125/250

RSQ 3.75 125/500 x 125/500

RSQ 4.05 125/500 x 220/500

RSQ 4.55 125/500 x 220/500

RSQ 5.55 125/500 x 220/500

RSQ 6.05 250/600 x 250/600

RSQ 6.55 250/750 x 250/750

 Balanced to warp oriented constructions

 Recognizable as a range - distinct ripstop pattern

 Matching weights - steps of 25 gr/m2 

 For both high end International classes as well as the local dinghy/keelboat club sailor

 Excellent tear resistance without sacrificing on stability

Wovens - Fibercon® Polykote

POLYKOTE RIPSTOP POLYKOTE PLAINWEAVE RSQ POLYKOTE
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 Weight range Supercruise Natural

Style Construction Colours 

Weight oz. Warp x Fill Natural

4.0 150 x 250 ✓

5.0 250 x 350 ✓

6.0 250 x 410 ✓

7.0 250 x 500 ✓

Style Construction Natural 

4.0 150 x 250 ✓

5.0 250 x 350 ✓

6.0 250 x 410 ✓

7.0 250 x 500 ✓

8.0 300 x 750 ✓

9.0 500 x 750 ✓

10.0 500 x 1000 ✓

 Weight range Supercruise Coloured

Style Construction Colours 

Weight oz. Warp x Fill Different colours available

4.0 150 x 250 ✓

Style Construction Storm Orange 

8.0 300 x 750 ✓

10.0 500 x 1000 ✓

 High performance cruising fabrics at an economical price

 Polypreg finish for reliable performance

  4.0 oz. colours available in: Natural, Alt Air, Pink, Fluor Pink, Red, Fluor Orange, Gold, Yellow, Fluor Yellow, Dark 

Green, Light Green, Dark Blue, Medium Blue, Light Blue, Turquoise, Navy, Lilac, Purple, Grey, Tanbark and Black 

 8.0 oz. and 10.0 oz. in Storm Orange

Wovens - Supercruise

STORM ORANGE
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Contender Sailcloth | Spinnaker
Nylite • Maxilite • Stormlite • Superlite • Superkote • Dynakote • Maxikote
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Spinnaker - Impregnated

 Weight range Stormlite Polyester

Style Weight Construction

sm.oz. / g/m2 Warp denier x Fill denier

Stormlite 210 3.38 / 145 150 x 150

Stormlite 510 4.52 / 194 250 x 250

  Stormlite can be used for reaching sails and big boat asymmetrical spinnakers

 Weight range Nylite and Maxilite

Style Weight Construction

sm.oz. / g/m2 Warp denier x Fill denier

Nylite 90 1.12 / 48 30 x 40

Maxilite 150 1.75 / 75 70 x 70

 Nylite and Maxilite offer excellent bias and tear strength

 Nylite and Maxilite offered in a wide range of popular colours

 Colour range

Style Nylite Maxilite Stormlite

Colours 90 150 210 510

Natural ✓ ✓ ✓ ✓

New Pink ✓ ✓

Orange ✓ ✓

Red ✓ ✓ ✓

Gold ✓ ✓

Yellow ✓ ✓

Fluor yellow ✓ ✓

Green ✓ ✓

Fluor green ✓ ✓

Dark blue ✓ ✓ ✓

Light blue ✓ ✓

Lilac ✓ ✓

Grey ✓ ✓

Black ✓ ✓

Please note that fluorescent colours are not colourfast. They fade much faster than regular colours as a result of exposure 

to sunlight. These fluorescent dyes also tend to weaken the cloth and make it less tear-resistant. Given that this is the case, 

Contender does not recommend the use of fluorescent colours for cruising spinnakers.

by Contender sailcloth

by Contender sailcloth



97

Catalogo 2016 • Esse Marine

 Weight range Performance Superlite and Superkote

Style Weight Construction

sm.oz. / g/m2 Warp denier x Fill denier

SL 40 0.72 / 31 30 x 20

SL 50 0.79 / 34 30 x 20

SK 60 0.84 / 36 30 x 30

SK 70 0.88 / 38 30 x 30

SK 75 0.93 / 40 30 x 30

SK 80 1.01 / 43 30 x 30

SK 90 1.10 / 47 30 x 40

SK 130 1.35 / 58 70 x 50

SK 150 1.65 / 71 70 x 70

SK 200 2.47 / 106 140 x 110

SK 250 2.96 / 127 140 x 140

SK 350 3.50 / 150 210 x 210

 Polyurethane coated for excellent stability, recovery and zero porosity

 All Superlite and Superkote styles feature consistent finishing so they can be used in multiple weight designs

 Superkote 150, 250 and 350 were developed for the growing demand of the performance mega yachts 

 Superkote 200 was developed to fit in between Superkote 150 and 250

 Colour range

Style Superlite Superkote Dynakote Maxikote

Colours 40 50 60 70 75 80 90 130 150 200 250 350 70 75 All

Natural ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

New Pink ✓ ✓ ✓ ✓

Orange ✓ ✓

Red ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Gold ✓ ✓ ✓

Yellow ✓ ✓ ✓

Fluor yellow ✓ ✓

Green ✓ ✓ ✓ ✓

Fluor green ✓ ✓

Dark blue ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Light blue ✓ ✓ ✓

Lilac ✓ ✓ ✓

Grey ✓ ✓ ✓ ✓

Black ✓ ✓ ✓ ✓

Spinnaker - Coated

Please note that fluorescent colours are not colourfast. They fade much faster than regular colours as a result of exposure 
to sunlight. These fluorescent dyes also tend to weaken the cloth and make it less tear-resistant. Given that this is the case, 
Contender does not recommend the use of fluorescent colours for cruising spinnakers.

by Contender sailcloth by Contender sailcloth
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 Weight range Performance Maxikote

Style Weight Construction

sm.oz. / g/m2 Warp denier x Fill denier

MK 70P 0.81 / 35 30 x 30

MK 100P 1.19 / 51 40 x 40

MK 150P 1.75 / 75 70 x 70

MK 200P 1.96 / 84 70 x 70

MK 300P 3.15 / 135 150 x 150

 Maxikote is a unique range of tightly woven polyester PU Coated Spinnaker Fabrics

 Designed for asymmetrical spinnakers on high speed racing yachts and high performance dinghies

 Fabric weight range from 35 g/m2 for MK 70 P up to 135 g/m2 for MK 300 P

Spinnaker - Coated

 Weight range Performance Dynakote

Style Weight Construction

sm.oz. / g/m2 Warp denier x Fill denier

DK 70 0.88 / 38 30 x 30

DK 75 0.93 / 40 30 x 30

  Our new coating formulation enhances the durability of the finish so Dynakote sails keep their crisp feel even 

after extended use

  Successfully developed on the 18’ Skiff circuit, Dynakote sheds water so kites stay light, dry and maintain their 

bias stability even in the toughest conditions

  The new Dynakote finish is a low friction nano surface coating that allows the fabric to slide effortlessly over 

itself and the rig for faster sets and gybes

by Contender sailcloth

by Contender sailcloth
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 Weight range Performance ZL Code Zero Laminates Polyester

Style Film mil Weight oz. Tafetta

ZL00 0.5 1.7 50x50

 Weight range Performance ZL Code Zero Laminates Black Aramid

Style Film mil Weight oz. Fibercontent DPI Tafetta

0° 30° ZigZag

ZL02 0.5 1.9 2000 50x50

ZL04 0.5 2.1 1500 2000 50x50

ZL06 0.5 2.3 3000 2000 50x50

ZL08 0.5 2.6 6000 2000 50x50

ZL10 1.0 5.1 9000 2000 50x50

ZL14 1.0 5.4 14520 2000 50x50

 50 denier polyester ripstop taffeta

 Twaron in both threadline and off angles for improved durability

Laminates - Code Zero

CODE ZERO ZL 08CODE ZERO ZL 02

CODE ZERO ZL 10 CODE ZERO ZL 14 CODE ZERO ZL 04P

 Weight range Performance ZL Code Zero Laminates Black Polyester

Style Film mil Weight oz. Fibercontent DPI Tafetta

0° 30° ZigZag

ZL04P 0.5 2.5 1500 2000 50x50

ZL06P 0.5 2.8 3000 2000 50x50

NEW

CODE ZERO ZL 04 CODE ZERO ZL 06



100

Tel.: (+39) 0464 514020 • info@essemarine.com

Laminates - Radial Racing

 Weight range Performance APEN Racing Laminates Smoke

Style Film mil Weight oz. Fibercontent DPI Colours

0˚ 90˚ +35˚/-35˚ZigZag Smoke Silver Clear

APEN 06 1.5 3.7 6000 2000 500 ✓

APEN 06 OD 3.0 4.5 6000 2000 500 ✓ ✓ ✓

APEN 09 1.5 4.4 12000 2500 500 ✓

APEN 12 1.5 5.2 12000 2500 500 ✓

 Weight range Performance ZZP

Style Film mil Weight oz. Fibercontent DPI

0˚ 90˚ +22˚/-22˚ ZigZag

ZZP 06 1.5 3.7 6000 2500 1000

ZZP 09 1.5 4.2 9000 2500 1000

ZZP 13 2.0 5.5 13000 3750 1000

ZZP 19 2.0 6.5 19000 3750 1000

 Weight range Performance ZZ Black Aramid

Style Film mil Weight oz. Fibercontent DPI

0˚ 90˚ +45˚/-45˚ ZZ +12˚/-12˚

ZZ 04 OD 2.0 3.2 3000 3750 750 750

ZZ 03 1.0 2.6 3000 2000 750

ZZ 06 1.5 4.0 6000 2000 750

ZZ 09 1.5 4.8 8800 3750 750

ZZ 15 1.5 5.8 14800 5000 750

ZZ 18 1.5 6.5 17800 5000 750

ZZ06

APEN 06 SILVER

ZZ09

APEN 06 CLEAR

ZZ18

ZZP

ZZ04 OD

APEN 06 SMOKE

NEW
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Laminates - Radial Cruising

 Weight range CDX Polyester Cruising Laminates

Style Film mil Weight oz. Tafetta 1 Fibercontent DPI Tafetta 2

0˚ +70˚/-70˚ ZigZag

CDX 5 1.0 6.4 50x150 6000 3000 50x150

CDX 6 1.0 7.1 50x150 6000 3000 150x150

CDX 7 1.5 8.3 50x150 12000 3000 150x150

CDX 9 1.5 9.9 150x150 18000 3000 150x150

CDX 11 2.0 11.0 150x150 24000 3000 150x150

Polyester tafetta

Film

70° Polyester

0° Polyester

Polyester tafetta 

ZigZag technology

CDX

CDX

NEW
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Laminates - Radial Cruising

 Weight range DWX Dyneema Cruising Laminates

Style Film mil Weight oz. Fibercontent DPI

Warp x Fill +35˚/-35˚ ZigZag

DWX 20 2.0 7.5 650 D SK65 x 250P 400 Dyneema

DWX 30 2.0 8.5 1200 D SK65 x 250P 400 Dyneema

DWX 40 2.0 10.0 DW20 + DW20 400 Dyneema

DWX 50 2.0 10.5 DW20 + DW30 400 Dyneema

DWX 60 2.0 11.0 DW30 + DW30 400 Dyneema

UV treated  
polyester taffeta

Mylar film

35° Dyneema  
ZigZag

UV treated  
Dyneema taffeta

ZigZag technology

DWX

DWX
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Laminates - Crosscut Cruising

Poyester taffeta

Film

90° Aramid

82° Aramid

70° Aramid

-70° Aramid

0° Aramid

Polyester taffeta

Maxx technology

 Weight range MAXX® Voyager All Purpose Aramid

Style Film mil Weight oz. Fibercontent DPI

90° 82° 70° -70° 0°

Maxx VA15 AP 1.5 8.1 4800 4800 4800 1400 3900

Maxx VA19 AP 1.5 8.7 6900 6900 4800 1400 3900

Maxx VA24 AP 1.5 9.1 9200 9200 4800 1400 3900

Voyager
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Laminates - Crosscut Racing

 Weight range Performance MAXX® One Design Racing Black Aramid Laminate

Style Film mil Weight oz. Fibercontent DPI

90° 82° 70° -70° 0°

Maxx A06 1.5 3.6 2300 2300 2300 1400 3900

Maxx A15 1.5 4.5 4800 4800 4800 1400 3900

 Weight range MAXX® All Purpose Aramid Black Internal Tafetta

Style Film mil Weight oz. Fibercontent DPI

90° 82° 70° -70° 0°

Maxx IT15 AP 1.5 6.5 4800 4800 4800 1400 3900

Maxx IT24 AP 1.5 7.1 9200 9200 4800 1400 3900

 Weight range MAXX® Mainsail Aramid Black Internal Tafetta

Style Film mil Weight oz. Fibercontent DPI

75° 65° 50° -85° 0°

Maxx IT20 M 1.5 7.2 9000 5600 4500 3400 3900

Film

Poyester taffeta

Film

90˚ Aramid black

82˚ Aramid black

70˚ Aramid black

-70˚ Aramid black

0˚ Aramid black

Film

Maxx technology

Black Aramid IT

MAXX IT15 MAXX IT20 MAXX IT24
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Laminates - One Design
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Laminates - One Design

 Weight range One Design Skiff and Window Laminates

Style Film mil Weight oz. Warp Fill ZigZag

AX 04 4.0 3.5
1000P 20˚ off warp 

Poly Black

Style Film mil Weight oz. Warp Fill ZigZag

AX 40 Skiff 4.0 4.5
3 x 1140A 

Aramid Gold
1000P 20˚ off warp 

Poly Black

AX 30 Black 3.0 3.7
3 x 100P 

Poly Black
1000P 20˚ off warp 

Poly Black

AX 80 White 2.0 5.5
12.5 x 1000P 
Poly White

7.5 x 500P 
Poly White

1000P 20˚ off warp 
Poly Black

Style Film mil Weight oz. Warp Fill ZigZag

125 Micron Mylar clear 5.0 4.0

175 Micron Mylar clear 7.0 5.7

250 Micron Mylar clear 10.0 8.0

AX 40 AX 30 AX 80AX 04
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 Applications Fibercon® Pro Hybrid

Boat length ft. Mainsail No. 3 No. 2 No. 1

31 – 35 6.65 6.65 6.65 6.65

36 – 40 7.65 7.65 7.65 6.65

41 – 45 8.65 8.65 7.65 7.65

46 – 50 9.65 9.65 8.65 7.65

51 – 55 10.65 10.65 9.65 8.65

Wovens - Applications
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Wovens - Applications

 Applications Fibercon® AP

Boat length ft. Mainsail No. 3 No. 2 No. 1

25 – 30 6.38 7.38 6.38 5.38

31 – 35 7.38 7.38/8.38 7.38 6.38

36 – 40 8.38 8.38/9.38 7.38/8.38 7.38

41 – 45 9.38 9.38/10.38 8.38/9.38 8.38

46 – 50 10.38 11.38 9.38 8.38

51 – 55 12.38 12.38 10.38 9.38

 Applications Fibercon® Pro High/Low Aspect

Boat length ft. Mainsail No. 3 No. 2 No. 1

High Aspect Low Aspect

25 – 30 6.46/6.52 5.52/6.52 6.46/7.46 6.46 5.46

31 – 35 7.46/7.52 7.52 7.46/8.46 7.46 6.46

36 – 40 8.46/8.52 8.25 8.46/9.46 7.46/8.46 7.46

41 – 45 9.46/9.52 9.52 9.46 8.46 7.46/8.46

46 – 50 10.46 10.46 9.46 8.46

51 – 55 12.46 12.46 10.46 9.46

 Applications Fibercon® Pro Radial

Boat length ft. Mainsail full batten No. 2 No. 1

25 – 30 6.5 6.5 5.5

31 – 35 7.5 7.5 6.5

36 – 40 8.5 8.5 7.5

41 – 45 9.5 8.5

46 – 50 10.5 9.5

51 – 55 10.5

 Applications Fibercon® Pro Vectran

Boat length ft. Mainsail No. 3 No. 2 No. 1

31 – 35 6.7 7.7 6.7 6.7

36 – 40 7.7 7.7 / 9.7 7.7 6.7

41 – 45 9.7 9.7 7.7 7.7

46 – 50 9.7 9.7 9.7 7.7

51 – 55 11.7 9.7 9.7
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Spinnaker - Applications

 Applications Stormlite

Sail

Luff length ft. / mtr. Code Zero 40˚ - 80˚ Reacher

39 / 12 STL 210

49 / 15 STL 210

59 / 18 STL 510 STL 210

69 / 21 STL 510 STL 210

79 / 24 STL 210

89 / 27 STL 210/510

98 / 30 STL 210/510

108 / 33 STL 210/510

 Asymmetric Spinnaker Applications Nylite and Maxilite

Sail

Luff length ft. / mtr. Medium Heavy

39 / 12 NL 90 NL 90

49 / 15 NL 90 ML 150

59 / 18 NL 90 ML 150

69 / 21 ML 150 ML 150

79 / 24 ML 150
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Spinnaker - Applications

 Applications Superlite and Superkote Symmetric

Sail Runner

Leach length ft. / mtr. Light Medium Heavy

39 / 12 SL 40 SK 60 SK 90

49 / 15 SL 40 SK 75 SK 130

59 / 18 SL 40 SK 75 SK 150

69 /21 SL 50 SK 90 SK 150

79 / 24 SK 60 SK 90 SK 250

89 / 27 SK 60 SK 90 SK 250

98 / 30 SK 60 SK 130 SK 250

108 / 33 SK 60 SK 130 SK 350

 Applications Maxikote Asymmetric

Sail Reacher

Leach length ft. / mtr. Light Medium Heavy

39 / 12 MK 70 MK 100 MK 150

49 / 15 MK 100 - 70 MK 150 - 100 MK 150

59 / 18 MK 100 - 70 MK 150 - 100 MK 200 - 150

69 /21 MK 150 - 100 MK 200 - 150 MK 200 - 150

79 / 24 MK 150 - 100 MK 200 - 150 MK 300 - 200

89 / 27 MK 200 - 100 MK 200 - 150 MK 300 - 200

98 / 30 MK 200 - 100 MK 300 - 200 MK 300

108 / 33 MK 200 - 100 MK 300 - 200 MK 300

 Applications Superlite and Superkote Asymmetric

Sail AWA Reacher Runner

Light Medium Heavy Light Medium Heavy

Luff length ft. / mtr. 70˚-120˚ 70˚-120˚ 90˚-130˚ 110˚-150˚ 110˚-150˚ 120˚-165˚

39 / 12 SL 50 SK 80-60 SK 90 SL 40 SK 60 SK 130-90

49 / 15 SL 50 SK 80-60 SK 130-90 SL 50 SK 60 SK 130-90

59 / 18 SL 50 SK 80 SK 130-90 SL 50 SK 60 SK 130

69 / 21 SK 60-50 SK 130-90 SK 150-130 SL 50 SK 80-60 SK 150-130

79 / 24 SK 60-50 SK 130-90 SK 250-150 SL 50 SK 80-60 SK 250-150

89 / 27 SK 80-60 SK 130 SK 350-250 SK 60 SK 130-90 SK 250-150

98 / 30 SK 80-60 SK 150 SK 350-250 SK 60 SK 150-130 SK 250

108 / 33 SK 80-60 SK 250-150 SK 350-250 SK 60 SK 150 SK 350-250
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 Applications ZL Code Zero Laminates

Sail Code Zero 40˚ - 80˚ AP Reacher

Luff length ft. / mtr.

39 / 12 ZL04/02 ZL02/00

49 / 15 ZL04/02 ZL04/02

59 / 18 ZL06/04 ZL06/04

69 / 21 ZL08/06 ZL08/06

79 / 24 ZL10 ZL08/06

89 / 27 ZL14/10 ZL08/06

100+ / 30+ ZL14 ZL14/10

Laminates - Applications

 Applications APEN Racing Laminates

Boat length ft. Mainsail No. 3 No. 2 No. 1

25 – 30 APEN 12 APEN 12 APEN 09 APEN 06

31 – 35 APEN 12

36 – 40 APEN 12

 Applications DWX Dyneema Cruising Laminates

Boat length ft. Mainsail No. 3 No. 2 No. 1

40 – 45 DWX 20 DWX 30 DWX 20 DWX 20

46 – 50 DWX 30 DWX 30 DWX 30 DWX 20

51 – 55 DWX 30 DWX 30 DWX 30 DWX 20

56 – 60 DWX 40 DWX 40 DWX 30 DWX 30

61 – 70 DWX 40 DWX 40 DWX 30 DWX 30

70 – 80 DWX 50 DWX 50 DWX 40 DWX 30

80 – 90 DWX 60 DWX 60 DWX 50 DWX 40

 Applications CDX Polyester Cruising Laminates

Boat length ft. Mainsail No. 3 No. 2 No. 1

25 – 30 CDX 6 CDX 6 CDX 6 CDX 5

31 – 35 CDX 7 CDX 7 CDX 7 CDX 6

36 – 40 CDX 7/9 CDX 9 CDX 7 CDX 6

41 – 45 CDX 9 CDX 11 CDX 9 CDX 7

46 – 50 CDX 11 CDX 11 CDX 11 CDX 9

 Applications ZZ

Boat length ft. Mainsail No. 3 No. 2 No. 1

25 – 30 ZZ09 ZZ15 ZZ09 ZZ06

31 – 35 ZZ15 ZZ15 ZZ15 ZZ09

36 – 40 ZZ18 ZZ18 ZZ18 ZZ15
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Laminates - Applications

 Applications MAXX® Voyager Aramid Cruising Laminates

Boat length ft. Mainsail No. 3 No. 2 No. 1

33 – 35 VA15 AP VA15 AP

36 – 40 VA20 M VA24 AP VA15 VA15

41 – 45 VA20 M VA24 AP VA24 VA15

 Applications MAXX® Racing Aramid Black Internal Taffeta

Boat length ft. Mainsail No. 3 No. 2 No. 1

25 – 30 A15 AP A15 AP A15 AP AO6 AP

31 – 35 A15 AP/A20 M A15 AP/A24 AP A15 AP A06 AP

36 – 40 A20 M A24 AP A15 AP A15 AP

41 – 45 A24 AP A24 AP A15 AP
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